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Summary
COMPASS is a ﬁxed target experiment at the CERN Super Proton Synchroton. COM-
PASS plans to study the composition and structure of hadrons by using hadron beams
and a polarised muon beam. The main physics goal of the experiment is to measure the
contributions of quarks and, in particular, of the gluon, to the spin of the nucleon using a
polarised muon beam on a polarised target. The hadron programme that could be carried
out in the initial stage of the experiment includes the search for glueballs and hybrids
as well as a study of the electromagnetic polarizability of diﬀerent hadrons. In a second
stage of the experiment, high statistics studies of the production of charmed baryons and
mesons and doubly charmed baryons, as well as their leptonic and semileptonic decays,
will be performed.
To carry out these various physics programmes a universal detector was designed.
The setup consists of two almost independent spectrometers, one for large and the other
one for small angles. Each spectrometer has electromagnetic and hadronic calorimetry,
tracking detectors and muon ﬁlters. The ﬁrst spectrometer can also distinguish between
charged pions, kaons, protons and antiprotons by means of a Ring Imaging Cherenkov
(RICH) detector.
Our group was involved in the construction and tests of one of the large angle tracking
detectors, the Tracking Station 2. Tracking Station 2 consists of straw tube drift chambers.
The mass production of the chambers takes place in Dubna, Russia. These chambers will
be situated between the ﬁrst spectrometer magnet and the RICH detector. They are
designed to cover the acceptance of the RICH detector. The research and development
work comprised the investigation of the electrical properties of straws, the selection of
the best material, the design of the components of a double layer, aging eﬀects, rate
capabilities and the readout of the straw chambers. In tests of prototypes, eﬃciencies of
the order of 99% were measured. Average resolutions of 170 µm for the 6 mm straws
and 160 µm for the 10 mm straws have been achieved. The results of the measurements
indicate that the requirements of the COMPASS tracking can be satisﬁed.
In anticipation to the data, Monte Carlo simulations were performed for two special
reactions of hadrons, the diﬀractive dissociation and the Primakoﬀ reaction. Diﬀractive
dissociation is one possible way of producing glueballs and hybrids. The geometrical ac-
ceptance for diﬀractive dissociation and for Primakoﬀ reactions was studied and values of
22% and 65%, respectively, were obtained. A full reconstruction was performed for Pri-
makoﬀ events and results showed a potential accuracy three times higher than that found
in previous experiments measuring the electromagnetic polarizability of the π−. As diﬀer-
ent beams can be used in COMPASS, it is also possible to measure the electromagnetic




Das COMPASS-Experiment am Super-Proton-Synchrotron des CERN wird mithilfe
von polarisierten Myon-Strahlen und Hadron-Strahlen die Struktur der Hadronen er-
forschen. Der Schwerpunkt liegt dabei auf der Bestimmung der Spin-Strukturfunktionen
des Nukleons und auf der Messung der Beitra¨ge von Quarks und Gluonen zum Spin des
Nukleons. Dazu werden ein polarisierter Myon-Strahl und ein polarisiertes Target ver-
wendet. Das Hadron-Programm, das vor allem zu Beginn des Experiments durchgefu¨hrt
werden wird, schließt die Suche nach Glueba¨llen und Hybridzusta¨nden und das Studium
der elektromagnetischen Polarisierbarkeit verschiedener Hadronen ein. In einer zweiten
Phase des Experiments werden mit hoher Statistik die Produktion und leptonische und
semileptonische Zerfa¨lle von charm-haltigen Baryonen und Mesonen und zweifach charm-
haltigen Baryonen untersucht werden.
Fu¨r dieses weitgespannte Programm wurde ein universell einsetzbarer Detektor ent-
worfen, der aus zwei weitgehend unabha¨ngigen Spektrometern besteht, die den Bereich
kleiner beziehungsweise großer Streuwinkel abdecken. Jedes dieser Spektrometer verfu¨gt
u¨ber elektromagnetische und hadronische Kalorimeter, Spurdetektoren und Myon-Filter.
Das Grosswinkel-Spektrometer kann des weiteren mithilfe eines Ring-Imaging-Cherenkov-
Detektors (RICH) auch geladene Pionen, Kaonen, Protonen und Antiprotonen voneinan-
der unterscheiden.
Die COMPASS-Gruppe der LMU Mu¨nchen ist hauptverantwortlich fu¨r die Konstruk-
tion und Tests von einem der Spurdetektoren, der ”Tracking Station 2”. Diese besteht aus
Strawtube-Driftkammern, die gro¨ßtenteils in Dubna, Rußland, gefertigt werden. Die Kam-
mern haben die gleiche Akzeptanz wie der RICH-Detektor und werden zwischen diesem
und dem ersten Spektrometer-Magneten installiert werden. Die Forschungs- und En-
twicklungsarbeit an den Strawtube-Kammern umfaßte die Untersuchung der elektrischen
Eigenschaften der Straws, die Auswahl des besten Materials, den Entwurf der Kompo-
nenten einer Doppelschicht von Strawtubes, Alterungseﬀekte, Ratenvertra¨glichkeiten und
Readout. In Tests von Prototypen wurden Eﬃzienzen von 99% erreicht. Dabei wurden
durchschnittliche Auﬂo¨sungen von 170 µm fu¨r Straws mit 6 mm Durchmesser und von
160 µm fu¨r Straws mit 10 mm gemessen. Damit werden die an das COMPASS-Tracking
gestellten Auﬂagen erfu¨llt.
In Erwartung der Daten wurden Monte Carlo-Simulationen fu¨r zwei spezielle Reak-
tionen von Hadronen: die diﬀraktive Dissoziation und die Primakoﬀ-Reaktion durchge-
fu¨hrt. Diﬀraktive Dissoziation ist eine Mo¨glichkeit der Erzeugung von Glueba¨llen und
Hybridzusta¨nden. Die Untersuchung der geometrischen Akzeptanz fu¨r die diﬀraktive Dis-
soziation und die Primakoﬀ-Reaktion ergab Werte von 22% beziehungsweise 65%. Fu¨r
Primakoﬀ-Ereignisse wurde außerdem eine vollsta¨ndige Rekonstruktion durchgefu¨hrt. Die
Ergebnisse dieser Rekonstruktion zeigen, dass der statistische Fehler der elektromagnetis-
chen Polarisierbarkeit des π− um einen Faktor drei verbessert werden kann, im Vergleich
zu fru¨heren Messungen. Da fu¨r COMPASS verschiedene hadronische Strahlen benutzt
werden ko¨nnen, wird es auch mo¨glich sein, die elektromagnetische Polarisierbarkeit an-
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Chapter 1
Introduction
COMPASS is a ﬁxed target experiment at the CERN1 Super Proton Synchroton (SPS).
The main goal of the experiment is to study the spin structure of nucleons with polarised
muon beams (100-200 GeV/c) on polarized nucleon targets. In addition, the production
and decay of ”heavy” baryons and mesons containing charm quarks and of ”exotic” light
mesons called ”glueballs” and ”hybrids”, will be investigated with hadron beams (up to
300 GeV/c).
The main physics objective of the muon beam programme is the measurement of
∆G/G, the longitudinal gluon polarisation in a longitudinally polarised nucleon. In the
sixties, the existence of the quarks in the nucleon was discovered through deep inelastic
scattering of leptons on nucleons. After 40 years of these experiments, there is still no
clear knowledge of the spin structure of proton and neutron. After the conﬁrmation of
the result of the EMC experiment by recent experiments at CERN and SLAC, it is now
clearly established that only a small fraction of the spin is carried by the quarks. This result
could be explained in diﬀerent ways. In one model, it is the polarised glue which lowers
the quark’s contribution to the nucleon spin, whereas in an alternative model negatively
polarised strange quarks are responsible. For the measurement of the gluon polarisation
∆G/G, COMPASS will use the photon gluon fusion leading to open charm production
(see ﬁgure 1.1). In such a process, the muon emits a virtual photon which interacts with
one gluon from the proton target producing a cc pair. Therefore the detection of high
statistics samples of charmed particles is a key feature of the experiment. This imposes
the use of very-high intensity muon beams. Two other experiments, HERMES at HERA-
DESY and pp2pp at RHIC, Brookhaven, are also aiming to measure ∆G/G by means of
other reactions.
The detection of charmed particles is not only of great importance for COMPASS’s
muon programme, but also for its hadron programme. Using hadron beams, it will be
possible to study the semi-leptonic decays of charmed-baryons as well as doubly charmed
baryons. Semi-leptonic decays of charm-particles will allow tests of Heavy Quark Eﬀective
Theory (HQET) calculations since they predict precise rates and form-factors. In order to
obtain clean charm samples, one possibility is to require the full or partial reconstruction
of an associated D or D-meson. In order to collect large samples of a few 106 events with
reconstructed D-mesons, high intensity beams of up to 5× 107 hadrons/sec are required.
The topic of doubly charmed hadrons has not yet been addressed by any currently oper-
ating experiment. These particles are constituted by a heavy cc-diquark surrounded by
1European Organization for Nuclear Research in Geneva
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Figure 1.1: The photon-gluon fusion diagram for cc production.
a light quark. Because of the very low cross section and small branching ratios of such
systems, a high rate experiment is required. For this purpose, COMPASS will use a proton
beam of 5 × 107 particles/s. The charm programme will be performed in a second stage
of the experiment, since a highly segmented silicon target detector is needed.
Other physics topics will be covered when using the hadron beams. In meson spec-
troscopy, a key topic is the prediction of the existence of new classes of non-qq systems,
such as glueballs (states of two or three gluons) and hybrids (qqg). For many years much
eﬀort has been spent in proving the existence of glueballs and hybrids, with the best
candidates coming from LEAR2. To obtain a gluon rich environment, two production
mechanisms are considered: central production and diﬀractive scattering of mesons by
nuclei. As a further topic, the electromagnetic polarizabilities of diﬀerent hadrons can be
studied by the Primakoﬀ reaction, which can be understood as Compton scattering of the
incoming hadron with virtual photons in the Coulomb ﬁeld of a high Z nucleus.
The COMPASS detector is a modern high rate spectrometer with two almost indepen-
dent magnetic spectrometer stages (the acronym COMPASS stands for COmmon Muon
and Proton Apparatus for Structure and Spectroscopy). Despite the diﬀerent require-
ments for the various physics topics, a large fraction of the apparatus will be common for
all physics programmes. This applies in particular for the detectors situated downstream
of the ﬁrst spectrometer.
The requirement of the various detectors are given by the maximum requirements of
the diﬀerent physics measurements. As high rates are expected (in the order of 100 MHz
for the muon beam intensity and 1 MHz for the interaction rate in the hadron beam),
the detector materials were chosen with particular care, so as to minimize damage from
radiation. These high rates demand high speed detector read out and therefore fast front
end electronics, multi-buﬀering and a large and fast storage of events. This challenging
task requires the use of LHC-type technology. The spectrometer consists of a large and
a small angle spectrometer stage. The design of the two stages is similar. Each stage
includes a beam spectrometer magnet SM1/2, a Cherenkov counter RICH1/2, an elec-
tromagnetic calorimeter ECAL1/2, a hadronic calorimeter HCAL1/2 and a muon ﬁlter
µF1/2 (the large angle spectrometer is indicated by 1, and the small angle spectrometer
is indicated by 2). RICH2 and ECAL1 will not be available at the beginning of the COM-
PASS programme. The RICH1 is designed to distinguish between pions and kaons in a
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5momentum range from 3 to 65 GeV/c. The electromagnetic calorimeters will be made of
lead glass, except for the central region of ECAL2 which will consist of ”radiation hard”
PbWO4. The ﬁrst hadronic calorimeter requires a very high resolution while the second
one is mainly for triggering purposes. The muon ﬁlters are for the identiﬁcation and de-
tection of the scattered muon in the muon programme and in the hadron programme for
the identiﬁcation and detection of muons from semi-leptonic decays. For the small area
tracking, gas microstrip detectors like GEMs (Gas Electron Multiplier) and micromegas
gas detectors will be used together with scintillating ﬁbres. For the hadron programme,
silicon detectors will be added before and after the target. For the large area tracking,
classical drift chambers and MWPCs (MultiWire Proportional Chambers) will be used.
Classic wire drift chambers will be situated between the target and the ﬁrst spectrometer
magnet. After the ﬁrst spectrometer magnet and before the RICH1 detector, a set of
straw drift chambers called Tracking Station 2 (TS2) will be placed. MWPCs are situated
all along the apparatus.
The responsibility for the coordination of the development, design, tests and operation
of TS2 was given to our group. Two groups in COMPASS, JIRN-Dubna and Moscow state
University, have had the experience in building straw drift chambers. Each of these two
institutes built a prototype. Tests were performed at CERN to determine the properties
of the two chamber prototypes with 6 and 10 mm straw diameters. Eﬃciencies of 99%
for both straw diameters and average resolutions of 160 µm and 170 µm, for the 10
and 6 mm diameter straws respectively, were obtained. In general it was found that
the straw chambers will fulﬁl the requirements of high eﬃciency and high resolution for
the COMPASS large area tracking detectors. A third prototype was constructed to test
diﬀerent ideas on the design and construction of a large straw chamber.
The Warsaw Technical University and Freiburg University were also involved in the
project, developing the mother board and the front end read out card. The read out system
for these detectors was also studied in the diﬀerent tests performed with the prototypes.
Extensive Research and Development (R&D) was carried out by Munich, Warsaw Techni-
cal University and Freiburg University. In particular these teams determined the electrical
properties of diﬀerent types of straws, the materials best suited for the components of the
chambers, the aging eﬀects and the rate capabilities of a double layer. Other tests were
also performed to determine the working conditions of the chambers. After all the tests
and R&D had been performed, the design of the ﬁnal chambers could be determined. A
double layer, made following the design of a ﬁnal chamber, was delivered at CERN in
October 2000. Further tests were performed with this double layer to check the unifor-
mity of the eﬃciency and resolution for diﬀerent straws. This information indicates the
uniformity of calibration for the ﬁnal chambers. To determine the internal precision of a
double layer, an X-ray setup was constructed by our group. Using an X-ray source and a
CCD camera, the precision of every wire with respect to the rest can be determined. The
assembly method for the ﬁnal chambers was mainly developed by JINR-Dubna. TS2 will
consist of 18 double layers distributed as follows: 6 double layers with vertical straws to
measure the horizontal coordinate, 6 with horizontal straws to measure the vertical coor-
dinate and 6 with inclined straws to distinguish the real tracks from the ghost tracks. The
chambers have an area of 3250×2720 mm2 so as to cover the acceptance of the RICH1
detector. A double layer is made by two layers of straw tubes, with each layer shifted
by half a diameter with respect to the other so as to cover the less eﬃcient regions of
the straw and to resolve most of the left-right ambiguity in a single straw. Two diﬀerent
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straw diameters will be used. The inner region of the chamber will be constituted of 6 mm
diameter straws to measure the high rates close to the beam. The outer regions of the
chambers will be constituted of 10 mm straws.
In parallel to the work on TS2, our group was involved in the preparation of an ”initial
physics programme” using hadron beams. Single diﬀractive dissociation is a process where
one particle scatters elastically but the second particle scatters inelastically. The particle
exchanged is called Pomeron. The nature of the Pomeron is not yet known but it is likely
to be a gluonic object as only momentum and angular momentum is exchanged. Thus
diﬀractive dissociation has been chosen to provide a gluon rich environment favourable to
produce glueballs and hybrids. A suitable simple reaction for an initial reduced setup is
the following diﬀractive reaction: π−p→pπ−η, where the η then decays into two gammas,









Figure 1.2: Single diﬀractive dissociation of the projectile.
To generate this kind of events a special event generator was developed according to a
theoretical model. The geometrical acceptance of the diﬀractive events in the COMPASS
detector was studied. Events having in the ﬁnal state one p, one π−, and 2 γ are selected.
The characteristic kinematics for the diﬀractive process is, in this case, an isolated slow
proton in the target fragmentation region and a four momentum transfer squared t not
larger than 1 GeV2. An event is accepted when the π− is detected in at least one of the
tracking detectors in each of at least two of the zones of the spectrometer (between the
target and the ﬁrst spectrometer magnet, between the ﬁrst spectrometer magnet and the
second one, and between the second one and the electromagnetic calorimeter) and the two
gammas are detected in the electromagnetic calorimeter located 32 m from the target.
From the produced events, 22% of the events were accepted.
The same studies were performed for the Primakoﬀ reaction, where the incoming
particle (π− in our case) scatters in the Coulomb ﬁeld of a nucleus via a virtual photon.






Figure 1.3: Primakoﬀ reaction.
The diﬀerential cross section diﬀers from that of the Coulomb scattering of a point
like particle because of the electromagnetic polarizability of the π−. An existing event
7generator was used to provide the particles in the desired ﬁnal state with the charac-
teristic kinematics of the Primakoﬀ events. A very low four momentum transfer squared
t, typically smaller than 0.02 GeV2, is characteristic for the Primakoﬀ reaction. The re-
quirements for the acceptance of these events are similar to the ones of diﬀractive events,
the only diﬀerence being that only one gamma is in the ﬁnal state. From the produced
Primakoﬀ events, 65% were accepted. This acceptance is larger than in the diﬀractive
process because only one gamma is present in the ﬁnal state.
The geometrical acceptance is not enough to determine whether it is possible to mea-
sure such a physics reaction in COMPASS. To determine the feasibility of the Primakoﬀ
measurement, the probability of the reconstruction of such an event should be determined.
The ﬁrst requirement to select the event is that only two particles are in the ﬁnal state,
a π− and a γ. The sum of the energies of the two particles should be the energy of the
beam. Another requirement is on the value of the four momentum transfer squared t
(t <0.02 GeV2). Once the event is selected, the eﬃciency distribution is measured as a
function of t. The result that the eﬃciency does not depend strongly on t, indicates that
cutting on t will not introduce any bias in the results. The conclusion is that COMPASS
can measure the π− polarizability with three times higher precision than the previous
Serpukhov experiment. Proﬁting from the fact that diﬀerent beam particles can be used
in COMPASS the polarizabilities of all these particles can be studied.
This thesis is divided in three parts. The ﬁrst chapter of this thesis describes in more
detail the physics goals of COMPASS, its detector as well as the trigger and read out
electronics used. In the second chapter an overview of the design considerations of TS2
and the research and development work performed is given. The last chapter describes
the simulation studies performed to check the feasibility of two of the reactions of the
”initial hadron physics programmes” in COMPASS.
Chapter 2
The COMPASS experiment
COMPASS, which stands for COmmon Muon and Proton Apparatus for Structure and
Spectroscopy, is a ﬁxed target experiment at the CERN SPS. Its goal is to investigate
hadron structure and hadron spectroscopy by using either muon or hadron beams. Us-
ing polarized muons on a polarized target, the open charm production will allow the
determination of the gluon polarization inside the nucleon and help to understand the
spin structure of the nucleon. The main objective of the initial hadron programme is the
search for exotic states, glueballs in particular. The merging of the hadron and muon
programmes which were in the beginning separate projects, came from the fact that both
aimed at the detection of charmed mesons. Thus the same detector could be used for both
programmes. These physics programmes will be carried out with a new two-stage mag-
netic spectrometer, with calorimetry in both stages and particle identiﬁcation in the ﬁrst
stage. COMPASS is capable of withstanding beam intensities up to 2 · 108 particles/spill.
Dedicated triggers and fast read out complement the performance of the spectrometer.
2.1 Physics goals of COMPASS
2.1.1 Physics with the muon beam
The gluon polarization
The gluons carry 50% of the linear momentum of a nucleon, but how much of the angular
momentum they carry is unclear. A series of experiments in the recent years conﬁrms the
originally surprising ﬁndings of the EMC collaboration that the spin of the nucleon is not
entirely due to the quark spins [3].






∆Σ +∆G+ < Lz > (2.1)
where ∆Σ = ∆u+∆d+∆s is the contribution of the quark spins, ∆G is the contribution
of the gluons, and < Lz > is a possible contribution from the orbital angular momentum
of the gluons and quarks.
∆u, ∆d or ∆s can be written in the usual notation as:
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{(qf(x)↑↑ + q¯f (x)↑↑)− (qf(x)↓↑ + q¯f (x)↓↑)} · dx =
∫ 1
0
∆qf (x) · dx (2.2)
where qf(x)
↑↑ (q¯f (x)↑↑) and qf (x)↓↑ (q¯f (x)↓↑) are the distribution functions of quarks
(antiquarks) of ﬂavour f with spin parallel and antiparallel to the nucleon spin. x is
called the Bjorken x and can be interpreted as the fraction of momentum carried by the
quark.
In the simple quark model, the three valence quarks are in an S-state, so < Lz >= 0,
and the spin sum-rule (equation 2.1) is satisﬁed by ∆Σ = 1.
Since the EMC discovery [4], it is known that this picture does not correspond to
reality since the contribution of the quarks to the spin of the nucleon is much smaller.
From the result found by the EMC collaboration (∆Σ = .19 ± 0.07) [61], the idea arose
that a large fraction of the proton spin is carried by the gluons.
To measure the polarized gluon distribution ∆G, the photon-gluon fusion process










Figure 2.1: The photon-gluon fusion diagram for cc production.
∆G/G will be determined from a measurement of the cross-section asymmetry in the
inclusive production of charmed particles in DIS (deep inelastic scattering) of longitu-
dinally polarized muons on longitudinally polarized proton and deuteron targets. The
measurement is based on the reconstruction of D-mesons from their hadronic decay prod-






= PB · PT · f · AccµN (y) (2.3)
Ncc is the number of charm production events with antiparallel (↓↑) and parallel (↑↑)
longitudinal polarization of the muon and the target nucleon. PB and PT are the beam
and target polarizations and f is the fraction of polarizable nucleons in the target material.
The asymmetry AµN is related to the virtual-photon asymmetry AγN by the depolarization
D of the virtual photon with respect to the muon
AccµN = D · AccγN (2.4)
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[1 + (1− y)2] (2.5)
where y is the fraction of the muon energy taken by the photon.






4·m2c ds ·∆σγg(s) ·∆G(η, s)∫ 2·MN ·E·y
4·m2c ds · σγg(s) ·G(η, s)
(2.6)
where E is the muon energy and y = ν/E, with ν being the photon energy. σ is the
cross-section of the process γg → cc and ∆σ = σ↑↑γg − σ↑↓γg is the diﬀerence of the cross-
sections from the reaction channel γg → cc from parallel and antiparallel photon and
gluon spins respectively. s = (q + k)2 is the invariant mass of the photon-gluon system, q
and k the photon and gluon 4-momenta and η = s
2·MN ·Ey the gluon momentum fraction.
G↑↑(η, s) is the diﬀerential probability that a gluon with the same polarization (or opposite
polarization G↑↓(η, s)) as the nucleon carries a momentum fraction η. ∆G(η, s) is the
diﬀerence of these diﬀerential probabilities, ∆G(η, s) = G↑↑(η, s) − G↑↓(η, s). From the
formula 2.6 it can be seen how the virtual photon asymmetry is linked to the gluon
distributions ∆G and G.
Another way to measure ∆G/G can be considered [7]. A signature for the photon
gluon fusion could be the production of light qq pairs with high transverse momentum,
high pT . The measurement will be done by looking for two correlated high-pT hadrons,
h1 and h2, in the forward hemisphere with pT (h1/2) larger than a threshold. A threshold
of 1.0− 1.5 GeV/c is found to be suﬃcient to discard the lowest order diagram for deep
inelastic scattering of γ∗ nucleon, the virtual photon absorption, and to have a signature
of the photon-gluon process with a background from gluon radiation processes.









Figure 2.2: The photon-gluon fusion diagram for qq production.
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The strange quark content of the nucleon
The existence of strange quark-antiquark pairs in the nucleon as seen by deep inelastic
lepton-nucleon scattering could be explained in the framework of the polarized instrinsic
strangeness model [10]. COMPASS will provide the unique opportunity to determine if
the proton contains a sizeable amount of ss quarks polarized opposite to the nucleon spin.
To do so, the longitudinal polarization of Λ and Λ baryons produced in a deep-inelastic
scattering process has to be measured.
The intrinsic strangeness model is used to make predictions for the Λ polarization in
the target fragmentation region in deep-inelastic µ nucleon and e nucleon collisions [9]. As
for the previous process (the gluon polarization model) the polarized µ or e beam emits a
virtual photon with non-zero longitudinal polarization. This strikes one quark (antiquark)
polarization state inside the nucleon. In this model, the fragment left behind will still have
some memory of the spin that was removed. This may be transfered to the ﬁnal state in
the target fragmentation region.
For example (see ﬁgure 2.3.a), a positively polarized u-quark with respect to the po-
larization of the nucleon, would leave behind a negatively polarized ss pair (in the scope
of the intrinsic strangeness model). This would lead to a negative polarization of the Λ
produced in the target fragmentation region [5]. All polarizations are considered nega-
tive or positive with respect to the nucleon polarization. For the polarized-gluon model,
if the strange quark in the Λ is produced from a polarized gluon, assuming the gluon
has the same polarization as the proton (which agrees with what is expected), a positive























Figure 2.3: Λ polarization arising from a) polarized strange quarks, b) polarized gluons. The
thicker arrows represent the spins of the particles.
2.1.2 Physics with hadron beams
Studies of charmed hadrons
Hadroproduction of charmed particles can be subdivided into two diﬀerent subprocesses,
the production of charmed quarks, and their hadronisation into charmed particles. The
cross-section for the production of charmed quarks can be estimated in perturbative QCD.
The hadronisation of the charm quarks into charmed particles is responsible for the pro-
duction of the diﬀerent types of charmed particles and their kinematical distributions.
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Semi-leptonic decay widths of charmed particles will allow tests of HQET (Heavy
Quark Eﬀective Theory) calculations since they predict precise rates and form factors.
Doubly charmed baryons have never been observed so far. Their structure is unique:
a heavy cc diquark together with a light quark. The very low production cross-section for
these doubly charmed baryons requires an extremely high-rate experiment. COMPASS
will use up to 5 · 107 protons per second [1].
Primakoﬀ Physics
COMPASS plans to measure the scattering of beam particles from a high-Z nucleus accom-
panied by the emission of photons (hadron + Z → hadron + Z + γ ), see ﬁgure 2.4. The
incoming hadron undergoes Compton scattering from a virtual photon in the Coulomb






Figure 2.4: Pion radiative scattering in the Coulomb ﬁeld of a nucleus
The cross-section for Compton scattering on composite systems like mesons has to
be modiﬁed relative to that for point-like particles to account for their internal struc-
ture. These additional terms depend on the magnetic and electric polarizabilities which
are precisely predicted for pions by Chiral Perturbation Theory. Low statistics data have
yielded a value about three times larger than these theoretical predictions and clariﬁca-
tion by a precise measurement is necessary. Only upper limits exist so far for the kaon
polarizabilities.
Search for exotics
Quantum Chromodynamics (QCD), the theory of the strong interactions, has been tested
and conﬁrmed by many experiments. However, one of the striking predictions of QCD is
the existence of bound states of gluons, called glueballs (gg, ggg). Other types of hadronic
matter in which gluons contribute to the overall quantum numbers, called hybrids (qqg),
could also exist. The models predict the low lying exotic states [5] in the mass range from
1 GeV to 3 GeV. However, few experiments with reasonable acceptance have provided
data with good statistics in the mass range from 2 GeV to 3 GeV. A candidate for the
scalar glueball ground state 0++ is the f0 at 1500 MeV/c ﬁrst observed by the Crystal
Barrel experiment [6] at LEAR, CERN. According to predictions, the other glueball states
should have a mass well above 2 GeV. The COMPASS experiment will not have the limi-
tation for the mass of the glueball of 2.4 GeV and plans to study light meson spectroscopy
in the gluon-rich proton-proton central production and in diﬀractive pion and kaon scat-
tering. What was learned from previous experiments is that the identiﬁcation of glueballs
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requires high-statistics data samples, reconstruction of ﬁnal states containing both neu-
tral and charged particles, observation of the same meson in many diﬀerent channels and
production of mesons in diﬀerent reactions. The COMPASS detector is ideally suited to
satisfy all of the above mentioned requirements.
2.2 The experimental setup
The COMPASS apparatus is a two-stage magnetic spectrometer (see ﬁg. 2.5) to obtain
a good momentum resolution from a few 100 MeV/c up to 150 GeV/c. Both stages
will be equipped with hadronic and electromagnetic calorimeters. In the near future,
the electromagnetic calorimeter of the ﬁrst stage will not be available. The ﬁrst stage
will have a RICH1 detector for particle identiﬁcation, but for the near future no RICH2
detector is foreseen in the second stage. Each of the spectrometer stages is equipped with
high-precision tracking devices. For the large area tracking, the common detectors for the
hadron and muon programme are the following: planar drift chambers (DC) between the
target and the ﬁrst spectrometer magnet, straw drift chambers behind the ﬁrst magnet
and MWPCs further downstream. For the small area tracking GEM detectors are used.
Micromegas located between the target and the ﬁrst magnet will be used in the muon
programme. For the hadron programme, two silicon stations will be placed before the
target and two after the target. An extra silicon station will be situated downstream
of the ﬁrst magnet. Scintillating ﬁbre detectors are employed as fast beam detectors for
timing and/or triggering in both programmes.
Figure 2.5: Proposal setup for the muon programme.
2.2.1 Target region for the muon beam
The required muon intensity is 2 · 108 muons/spill for energies from 90 to 200 GeV with
high longitudinal polarization. The momentum of each incoming muon is measured at the
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Beam Momentum Station (BMS), which consists of four scintillator hodoscopes before
and after the last dipole magnet bending the muons into the experimental hall.
Beam hodoscope telescopes will be located upstream and downstream of the polarized
target. These hodoscopes should operate at a rate of 15MHz/cm2 in the beam centre.
For an unambiguous correlation between the information of the muon beam momentum
measurement and the momentum measurement of the scattered muon, a time resolution
of better than 1 ns is required. Scintillating ﬁbre hodoscopes of 0.5 mm diameter ﬁbres
were chosen due to their high spatial and time resolution (see also section 2.2.3).
The polarized target system of the old SMC experiment, which allows for two oppo-
sitely polarized target cells, 60 cm long each, will be used. To obtain the desired hadron
acceptance of ± 200 mrad, a superconducting magnet about 60 cm in diameter will be
used. The magnet can provide a solenoidal ﬁeld as well as a dipole ﬁeld so that the target
polarization can be oriented either longitudinally or transversely to the beam direction.
Two diﬀerent target materials will be used: NH3 as a proton target, polarized 85% and
6LiD as a deuteron target, polarized 50%.
2.2.2 Target region for the hadron beams
For the diﬀerent measurements in the hadron programme, diﬀerent beam particles are
used. For Primakoﬀ scattering a negative hadron beam, mainly pions with some kaon
and antiproton contamination, at 280 GeV is used at 5 · 106 particles per second. For
central production and for the charm programme a proton beam of 5 · 107 particles per
second is used. When the hadron beam is used, tagging is needed to determine which
species of particle is present in the mixed beam. This tagging has to be performed using
fast Cherenkov counters. For this purpose a system of CEDARs [62] (CErenkov Diﬀer-
ential counters with Achromatic Ring focus) will be used. The system has an adjustable
diaphragm so that only Cherenkov angles within a small range are selected, thus allowing
particles of a preselected type to be identiﬁed.
The charm target will consist of a thin copper plate closely followed by trigger counters
and an array of silicon microstrip detectors. This setup allows the full reconstruction of
a charm decay by measuring also a track segment of the charm hadron itself, if it was
charged. This target will not be available in the initial setup. For the central production
measurement, a liquid hydrogen target will be used with a recoil proton detector. The
recoil proton detector consists of two rings of scintillating counters surrounding the target.
For the Primakoﬀ measurement a very high Z target, like lead, is needed. It is important
to measure the angle between the incoming pion (beam) and the scattered pion. For this
purpose, a set of silicon microstrip detectors are planned to be situated in the following
manner: two stations in front of the target and two stations after the target. Silicon
microstrip detectors were chosen because of their high spatial resolution, on the order of
10 µm, and their capability to withstand a very high ﬂux.
2.2.3 The tracking system
Very diﬀerent tracking detectors will be used in COMPASS to match the expected particle
ﬂux in the various locations along the spectrometer. For the small area tracking, near the
beam, where high location accuracy is needed and the particle ﬂux is large, micromegas
(for the muon programme), silicons (for the hadron programme and some for the muon
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programme) and GEMs will be used. Some prototypes of micromegas and GEMs were
already tested, and the spatial resolution obtained was 50 µm for the micromegas [8]
and 40 µm for the GEMs [3]. The beam region itself will be covered by scintillating ﬁber
(SciFi) hodoscopes. Fibers of diﬀerent diameters are used, ranging from 0.5 mm to 1 mm.
The results obtained in some tests [3] showed that they have a detection eﬃciency of
97% and a time resolution of better than 400 ps. For large area tracking, planar drift
chambers with a small drift space (3-5 mm) will be installed between the target and
the ﬁrst magnet. After the ﬁrst magnet there will be straw tube chambers and further
downstream MWPCs. A prototype of a planar drift chamber obtained satisfactory results
during tests. The resolution obtained is around 150 µm, and the gas mixture will be based
on Argon/Ethane/CF4. Three straw drift chamber prototypes were also tested, but this
will be explained in the chapter concerning the straw chambers. The MWPCs are already
available - some refurbishing will be necessary to use them in COMPASS . They have
2 mm pitch and the largest has an active area of 1520× 1200 mm2.
2.2.4 The RICH1 detector
A clean sample of charmed mesons, which is important for the muon and the hadron
programme in COMPASS, can only be obtained by unambiguously identifying pion and
kaon tracks. The RICH1 has to separate π and K with momenta ranging from a few
GeV/c up to ∼ 60 GeV/c in the entire acceptance of the large angle spectrometer, at
the foreseen rates and multiplicities. Another requirement for the RICH1 detector is that




The electromagnetic calorimeter 2 will be the only electromagnetic calorimeter in the
initial setup. To reconstruct the ﬁnal states, which include single photons and photons
from hadron decays, it is very important to have a very good photon detection eﬃciency.
In COMPASS, the photon energy ranges from some tens of MeV to 100 GeV. It is then
mandatory to have a good reconstruction of photon momentum. In case of high multiplic-
ity events, an unambiguous photon detection is necessary and therefore the electromag-
netic calorimeter should provide a good two photon separation. Since the calorimeter is
operating at high rates, it should have a very fast response. A cellular lead-glass electro-
magnetic calorimeter with photomultiplier read out is the detector which fulﬁls the above
requirements.
The hadron calorimeters
The most essential task for the ﬁrst hadron calorimeter will be the detection of neutrons
from the decays of charmed baryons and triggering based on this. Due to the relatively
low energy of the detected particles, the position resolution is more important than the
energy resolution in this calorimeter. It will consist of 25 mm thick Fe and 5 mm thick
”sandwiches” of plastic scintillators. The main task of the second hadron calorimeter will
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be to obtain a very good energy resolution. To provide the best possible energy resolution,
the calorimeter will consist of layers of 16 mm Pb and 4 mm scintillators.
2.2.6 The muon ﬁlters
A large muon identiﬁer is needed in the muon programme and in the hadron programme
for muons from semileptonic decays. This detector will take advantage of the higher
penetration abilities of muons compared to hadrons and will be placed behind the hadron
calorimeters at each of the two stages of the spectrometer. Two diﬀerent detectors will
be used for these two muon ﬁlters. The ﬁrst muon wall will be located upstream of the
second magnet. It will consist of 1 m of iron followed by a gaseous detector made of
Plastic Iarocci Tubes (PITs). The PITs will work in proportional mode to allow high rate
capabilities. The second muon wall will consist of two stations. Each station will have a
1 m thick iron absorber followed by several layers of 3 cm diameter stainless steel drift
tubes. Both stations will be 30 cm apart. Since drift tubes cannot follow the higher rates
near the beam axis, proportional chambers will be used in that region.
2.2.7 Triggers
The trigger concept for the muon programme is based on the energy loss of the scattered
muons. Two pairs of scintillator counter hodoscopes located about 35 and 50 m from the
target and a fast matrix coincidence deﬁne in the plane scattering angle versus the total
momentum the useful kinematics for the ∆G/G measurement.
A trigger for the Primakoﬀ reaction can be obtained by the coincidence of the energy
deposition in the second electromagnetic calorimeter above the threshold with the require-
ment to have charged particles in the corresponding acceptance. This trigger is relatively
simple and well suited for the class of Primakoﬀ reactions, which include a measurement
of the electromagnetic polarizability and of chiral anomalies. However, additional studies
will be devoted to develop a more general trigger scheme, based on a beam killer and
target veto counters, which could eﬃciently work as a minimum bias for Primakoﬀ and
diﬀractive type of reactions.
Since the central production (excluding simple diﬀractive processes) and the charm
programme are not included in the initial programme of COMPASS, the trigger will not
be described here.
2.2.8 Read out electronics and DAQ
In order to cope with the particles ﬂuxes, the event size, and the trigger rate, a major eﬀort
has been dedicated to design front-end electronics with the shortest possible dead-time.
New TDC and ADC chips were designed especially for COMPASS.
For the read out system, a modern concept involving highly specialized integrated
circuits will be used. The heart of the read out system is the CATCH (Compass data
Accumulation, Transfer and Control Hardware) VME module [63]. The data is sorted in
the CATCH according to the event number and then is combined into sub-events. A VME
interface will control and initialize the detector-mounted front-end electronics through the
COMPASS detector control system (DCS, slow control).
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COMPASS is designed to cope with a trigger rate of 105 Hz, and to store 104 events/sec,
with a typical size of 30kB each, for a total data size of 300 TB/year. The data will be
sent via an optical link from the hall directly to the Computer center for Central Data
Recording (CDR). The CDR and the data crunching will be performed in a dedicated
Compass Computing Farm (CCF). The CCF is a farm with a few servers to cope with
the data rate and 100 to 200 PCs, CPU clients. All the PCs are ”commercial” PCs runing
Linux as operating system. The data servers receive all the data and store them on their
local disk. They are also responsible for the convertion of the data into Objectivity data
base format, and the combination of the ﬁles. The CPU clients read the data from the
data servers and perform preliminary analysis and tracking. In a second stage they save
the results to a DST (Data Summary Tape). A Hierarchical Storage Manager (HSM)
system uses the CERN central tape service. The HSM’s task is to save the event data (in
Objectivity format), the analysed DST, and -in the startup of the experiment- also the
raw data ﬁles.
In the November 1999 tests [64], a sustained rate of 35 MB/s was achieved for the
operations of transfer, conversion into Objectivity and HSM storage.
Figure 2.6 shows the scheme of the data ﬂow on the COMPASS data acquision.

















Figure 2.6: COMPASS data acquisition scheme.
Chapter 3
The tracking station 2
3.1 General concepts
3.1.1 Drift chambers
When a charged particle passes through the chamber, it ionizes the medium creating
a discrete number of primary electron-ion pairs [54]. The electrons resulting from the
primary ionization will drift towards the anode. The ions will drift towards the cathode.
For the straw chambers in COMPASS, the anode will be a wire and the cathode a thin
conductive tube, the straw wall, that surrounds the wire. Close to the wire, the electrons








where C is the capacitance per unit of length, V0 the applied voltage, ! the electric
permittivity of the gas and r the distance to the wire. Near the wire, for ﬁelds of the
order 200000 V/cm, or higher, the electrons get enough energy to further ionize the
medium and create secondary electron-ion pairs. At this point the avalanche occurs very
quickly and the signal is generated.
The straw drift chambers in COMPASS will be operated in the proportional mode.
In this regime the amplitude of the signal is proportional to the number of primary ions
produced. The proportionality factor is called gain.
The electrons are collected very quickly while the ions slowly drift towards the cathode.
The current pulse signal on the electrodes is formed by induction due to the movement
of the ions and electrons as they drift towards the cathode and anode, rather than by the
collection of charges itself [43]. The signal is ampliﬁed and from the ampliﬁer the signal
is passed to a discriminator and from there to the TDC. The drift time information can
be converted to distance r from the place of primary ionization to the wire by the drift
velocity. The drift velocity is diﬀerent for every gas. The aim is to obtain a constant drift
velocity. This is not trivial due to the change of the electrical ﬁeld with the distance to the
wire (see equation 3.1). The dependence of r on the drift time is called the r(t) relation.
Small drift cell structures have been used in many applications in high energy physics.
The straw drift tube array is one way to produce such a structure. The tube structure
has some important advantages as shown in section 3.1.2.
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The properties of some of the straw detectors in the world are summarised in table 3.1.
Their working conditions are summarized in table 3.2 (at the end of this chapter).
3.1.2 Straw tube drift chambers for COMPASS
In 1997 a decision had to be made for the type of detector that will be used for the large
area tracking in COMPASS. Diﬀerent choices were considered. The preferred solution was
to use straw tube drift chambers. The main reasons for this choice were the following:
• Very high resolution is needed in a large area.
• The straw chambers are as light as the Honeycomb or the classical drift chamber.
• When having a radial symmetry for the electrical ﬁeld, the resolution is equal for
tracks of diﬀerent angles.
• The resolution could improve when using pressure. This could be done in a straw
chamber, even though it will not be the case for the COMPASS chambers.
• In case of breakdown of one channel, only one channel is lost since it can be discon-
nected easily without aﬀecting other channels.
• The rates in the area covered by the chamber will be diﬀerent in diﬀerent regions
of the chamber. Using modular tubes, the size of the tubes can be adjusted to cope
with the rates and to minimize the occupancy.
• In the COMPASS PROPOSAL [1] Honeycomb chambers were chosen since they
were proposed by NIKHEF. For three diﬀerent reasons the Honeycomb project was
turned down and it was decided to use straw chambers. The ﬁrst reason was that
the NIKHEF group left COMPASS. The second reason was that in HERA-B the
Honeycomb gave some problems with no obvious solution. The third reason was
that in COMPASS there were two groups with experience in building straw drift
chambers, one from Moscow State University and another group from the Joint
Institute for Nuclear Research (JINR) in Dubna.
The requirements to be fulﬁlled by the straw drift chambers in COMPASS will now
be exposed.
The ﬁducial area of Tracking Station 2 (TS2) was determined by the acceptance of
the front window of the RICH1. The size of the front window of the RICH1 detector
was supposed to cover the acceptance of the ﬁrst spectrometer magnet (SM1), 400 mrad
vertical and 500 mrad horizontal [1]. TS2 should be conﬁned in the space left between the
SM1 and the RICH1, approximately 1 m. For tracking purposes 4 to 6 space points are
required between the SM1 and the RICH1. This implies that TS2 should have 12 to 18
double layers, 4 to 6 double layers per coordinate. Therefore, the thickness of a double layer
should not exceed 40 mm. The limitation on the thickness of a double layer introduced
a diﬃculty on the chamber design. Building stable aluminium frames for a chamber of
an area 3250×2720 mm2 was not an easy task. The chamber frame will be nevertheless
extended in the directions perpendicular to the beam. This will provide stability to the
chamber and space for alignment marks and suspension holes.
20 CHAPTER 3. THE TRACKING STATION 2
Concerning the material, it was stated (see the COMPASS proposal [1]) that the
thickness of TS2 should not exceed 12% radiation lengths. As it will be shown later (see
table 3.4) the material introduced by the TS2 agrees with this limitation.
To carry out the ∆G measurement in COMPASS, the mass resolution for the D
meson should stay as low as possible (πK decay in the muon programme). A value below
10 MeV/c2 is obtained in the simulation [2] when a spatial resolution of 100 µm is achieved
in the straw chambers. It was also assumed that the error in the alignment should not be
larger than the value for the resolution. For testing the spatial resolution two prototypes
of straw tubes were built and tested. The tests of the prototypes will be explained in
section 3.3. The alignment will be done by two successive methods. First, alignment marks
will be located on the chamber to allow the geometers to align the chambers optically. A
second method using straight tracks will be employed to reﬁne the alignment.
3.1.3 Layout of Tracking Station 2 (TS2)
The large area tracking station 2 (TS2) is situated between the spectrometer SM1 and
RICH1 (see ﬁgure 3.1). It is one of the main parts of the COMPASS Large Area
Spectrometer (LAS).
TS2 is made of straw drift tubes. It consists of 3 modules. Every module contains 2
sub-modules. A sub-module has 3 chambers or double layers. A double layer consists of
two layers of straws oriented in the same direction. It is constructed in such a way that
the second layer is shifted by half a diameter with respect to the ﬁrst one. The double
layer is useful to avoid left/right ambiguities. When a particle traverses a single straw,
it is not known whether it passed through the left or the right side of the wire since the
only information kept is the drift time to the wire. The drift time in a straw will be the
same for all positions on a circle inside the straw. To eliminate this ambiguity a second
layer is added shifted by one radius with respect to the ﬁrst one. In this second layer, two
straws cover the straw in the ﬁrst layer. One covers the right side of the straw and the
other the left side. It will be possible to distinguish the cases where the particle passed
through the left side or the right side of the wire of the straw in the ﬁrst layer, considering
which straw in the second layer had a hit. TS2 will have four kinds of double layers, with
vertical, horizontal and inclined wires. The angle of the inclined double layers will be
±10 degrees with respect to the vertical wires. The inclined double layers are identical
to those with vertical but rotated by the corresponding angle. To minimise dead corners,
both vertical and inclined double layers will have larger surface than the horizontal double
layers. The X double layer measures the x-coordinate with vertical wires. The Y double
layer measures the y-coordinate with horizontal wires. The U double layer is inclined +10
degrees and the V double layer -10 degrees with respect to the vertical axis. With only
one track horizontal and vertical double layers of straws will be suﬃcient to determine
a space point for the track. With two or more tracks, an inclined double layer is needed
to be able to separate the real tracks from the ghost ones. When two vertical and two
horizontal neighbouring wires get a hit, it is not possible to distinguish between the two
possible track candidates. In ﬁgure 3.2, not only a and d, but also c and b could be the
points belonging to the track. To decide between these possibilities, the information on
the drift times of the inclined wires is needed. Having small drift times will mean that
points a and d correspond to the hits of the real tracks, thus indicating that points b
and c are ghost hits. The minimum inclination needed for the inclined double layers to









Figure 3.1: Tracking station 2 situated between SM1 and RICH1.
distinguish the real tracks from the ghost tracks is of two degrees. This was calculated
assuming 6 mm straws with 200 µm resolution.
The angle of inclination was studied and results showed [11] that the eﬃciency of






Figure 3.2: a and d are the real hits. b and c are not real hits. The black lines represent the
measured coordinates and the grey areas correspond to the resolution of the straws.
reconstruction only varies by 2% for an angle in the range 5-25 degrees. A compromise of
10 degrees will be good enough to minimize the dead corners due to the chamber rotation.
When having small angles, the horizontal coordinate is measured with better precision,
and favour the measurement of the momentum of the particles, since the magnetic ﬁeld
deﬂects them in the horizontal plane.
Figure 3.3 shows an schematic layout of TS2.
X Y U X Y V X Y U X Y V X Y U X Y V
1st  module 2nd  module 3rd  module
240 mm
1 sub-module
4520 mm 4910 mm 5250 mmpositions:
beam
Figure 3.3: Schematic layout of the tracking station 2. The positions of the diﬀerent modules
along the COMPASS detector are indicated.
Every double layer consists of an inner region with straws of 6.14 mm in diameter and
an outer region with straws of 9.65 mm in diameter. The following ﬁgure 3.4 shows the
layout of a horizontal double layer.
Due to the very high rates expected in COMPASS (ﬂux in the beam centre of
15 MHz/cm2 [1]) and to avoid aging problems the chambers had to be insensitive in
the beam area. One possibility was to introduce an insulating material between the anode
and the cathode to inhibit the signals from this area. The disadvantage of this option was
the introduction of passive material, causing multiple scattering and secondary interac-
tions. Thus this option was discarded. A second proposed solution was to have a hole (see
ﬁgure 3.45) in the centre of the chamber. The straws will be cut in their middle leaving









Inactive region of 160*230 mm2
Front-end cards
Figure 3.4: Horizontal straws, Y-plane.
the beam region free of material. The size of the hole was determined by the area covered
by the small area tracking detectors, in particular by the GEMs. The active size of the
GEMs is 30×30 cm2. Since the straws in the beam region are cut in two parts, the number
of channels will be doubled in this area thus an extra read out electronic card is needed.
In each front end card, 64 channels can be connected. The hole will match the size of the
64 channels, 32 in each layer, which also corresponds approximately to the size covered by
the GEMs. The hole size is 126×220 mm2. The size of the insensitive area (160×230 mm2)
was determined by the fact that some mechanical and electronic components should be
mounted to the straws.
In table 3.3 a more detailed description of the parameters of the straws and frames is
given.
Parameters per double layer Y double layer X double layer U/V double layer
Orientation of the wires Horizontal Vertical Inclined
Length of the straws [mm] 3658 3208 3208
Number of 9.65 mm diameter straws 256 384 384
Number of 6.14 mm diameter straws 384 448 448
Total number of straws 640 832 832
Inner area of the frame in [mm2] 3250×2442 3250×2720 3250×2720
Active area of the chamber in [mm2] 3250×2420 3234×2720 3234×2720
Table 3.3: Parameters of the double layers.
3.1.4 Materials and components of TS2
In this section, the reasons that led to the choice of materials for TS2 and the reasons for
this choice are presented.
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TS2, as all the other detectors in COMPASS, should be constructed with the minimum
possible amount of material, to minimize the multiple scattering and the secondary inter-
actions in the detector. Secondary interactions increase the background making it diﬃcult
to separate between track candidates. When minimizing the material in the detector the
secondary interactions will be minimized. The multiple scattering will contribute to the
D0 mass resolution.








· [1 + 0.038 · ln x
X0
] (3.2)
where θ0 is the scattering angle. p, β · c, and z are the momentum, velocity and charge
number of the incident particle. x
X0
is the thickness of the scattering medium, measured
in radiation lengths.





K + 2EπEK − 2pπpK cos θ (3.3)
where mπ and mK are the masses of the pion and kaon, respectively into which D
0 has
decayed. pπ, Eπ and pK, EK are the momenta and energies of the pion and kaon and θ
is the angle between them. For high energy particles the energy can be approximated
by the momentum. Considering this approximation the mass resolution of the D0 can be
expressed as follows:
∆(m2D0) = 2mD0∆mD0 = 2 ·
√
(1− cos θ)2 · (p2π(∆pK)2 + p2K(∆pπ)2) + p2πp2K sin2 θ(∆θ)2
(3.4)
where ∆pK and ∆pπ is the momentum resolution of the kaon and pion, respectively.
∆mD0 is the mass resolution of the D
0. The multiple scattering contributes to the ∆θ,
thus following equation (3.2) to the D0 mass resolution. The other contribution to ∆θ
comes from the error in the measurement of the angle between the pK and the pπ.
An extensive R&D was performed in collaboration with our colleagues from the COM-
PASS group of Warsaw University of Technology to select the material for the straws. The
R&D will be described in section 3.2.
The straw material represents one of the major contributions to the mass of TS2 (as
shown in table 3.4 at the end of this chapter). Kapton was chosen as basic material for
the straw cathode because of its good mechanical properties, high temperature capability
and resistance to radiation damage. A highly conductive cathode is required to reduce the
attenuation of electrical pulses as they travel along the straw, from the point of ionization
to the electronics. The high conductivity also plays an important role in reducing the
coupling from one straw to the next. Diﬀerent possibilities for the straw cathode were
discussed. A ﬁrst option was the use of aluminium coated Kapton. This was dropped,
since after a certain amount of current had ﬂowed in a straw, a tendency develops to
draw a large amount of current in a presence of a radiation source [21] [22]. A second
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option was to coat the cathode with copper. This choice was discarded because of the
price of copper. A third possibility was to coat the straws with carbon. This was already
used for the ﬁrst prototype constructed in Dubna (see section 3.3). Even though the
conductivity of the straws seemed to be suﬃcient, this option was not convenient because
of the wiring process used in which the spacers (see ﬁgure 3.43) glued to the wire were
pulled through the straw, scratching away part of the carbon layer. Some zones of the
prototype straws lost their conductivity since only pure Kapton was left as cathode.
After several tests, it was decided that the cathode will be constituted of Kapton XC, a
polyimide loaded with carbon to make it conductive. Aluminized mylar on both sides was
chosen for the outer layer of the straws. In this case, two conductive layers are present
which facilitates the signal transmission. The mylar is a good material for reducing the
gas diﬀusion through the straws. The diﬀusion through mylar is three times smaller than
for kapton. The aluminum reduces the noise and the coupling between straws. This straw
wall construction, never used before, was successfully tested. The results of these tests are
described in section 3.2.
For the ﬁrst submodule, pure Kapton aluminized only on the inside surface will be
used instead of mylar. Due to the short time scale, this decision was taken because some
tests had to be done to prove the gluing properties of mylar. Kapton and mylar were both
possible candidates. After the gluing tests, the decision of using aluminized mylar for the
missing ﬁve submodules was taken.
For the wire material, gold plated tungsten with rhenium was the best choice. Gold
and tungsten are recommended [12] for gas mixtures containing CO2 and CF4, to be
used in TS2. The wire containing Rhenium increases the value for the breaking point,
which allows a higher mechanical tension that reduces the gravitational sagging of the
wire inside the straw (see eq. 3.11). The values for the breaking point for both cases are:
3100 N/mm2 and 3500 N/mm2 for the wire without and with Rhenium respectively. The
elastic limit is 85% to 90% of the breaking point.
Wire supports, called spacers, are situated inside the straws every 60 cm to keep the
gravitational sag and oﬀset of the wire small. At the end of each straw end-plugs are
used to keep the wire in the centre of the straw. For the spacers and end-plugs diﬀerent
materials were proposed. PVC was one choice. It was discarded for its diﬃculty to glue
to other materials and for its tendency to initiate aging [12]. Finally a polycarbonate
material was chosen for spacers and end-plugs. Diﬀerent geometries of spacers and end-
plugs were proposed and tested during the R&D phase. The ﬁnal description can be found
in section 3.4.
Diﬀerent materials were considered to provide the chambers with a stable frame. A
carbon ﬁbre frame was considered for its thermal stability. It is however expensive and
diﬃcult to machine and this option was thus abandoned. The only possibility was to
use aluminium. The biggest problem with aluminium is its expansion with temperature.
The expansion coeﬃcient κ is deﬁned by: ∆L = κL∆T where ∆T is the local and time
variations of the temperature, L the length of the object studied and ∆L the variations
in length. For the aluminium κ has the value of 25 × 10−6/K. For an average length of
3 m and an average change of temperature of 15 degrees, the frame length will change by
1.1 mm. This change will directly inﬂuence the resolution expected for these detectors. To
solve this problem a temperature stabilised tent will cover these chambers. The same tent
was needed for the RICH1 detector since a change in temperature will mean a change of
the index of refraction. The tent will provide a constant and uniform temperature with a
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∆T of at most 1 degree.
The amount of material introduced by the TS2 with all its elements was calculated.
The table 3.4 summarises the results. The numbers are computed as average over all the
surface of the chamber. The physical hole is not taken into account. For the physical
hole some extra material is placed in the centre of the chamber to reinforce the area.
Reinforcement is needed since the straws are cut in two parts. The detailed description
of the physical hole can be found in section 3.4.
Elements of a Composition of the elements X/X0 [%] X/λabs [%]
double layer
Straws Kapton + glue + Aluminized mylar 0.141 0.096
Wire Gold-plated tungsten 6.85 · 10−3 4.2 · 10−4
Spacers Polycarbonate 2.63 · 10−3 1.83 · 10−3
Glue (35% Epoxy 0.07 0.05
of the straw mass)
Gas Ar/CF4/CO2 8.19 · 10−3 4.75 · 10−3
Total for double layer 0.229 0.153
Total for TS2 4.116 2.754
Table 3.4: Amount of material in radiation and interaction lengths of TS2.X represents the ma-
terial thickness, X0 and λabs are radiation length and the nuclear absortion length respectiveley
for the speciﬁc corresponding materials.
3.2 R&D
3.2.1 Gas
The gas mixture chosen for the straw chambers of TS2 is Ar/CO2/CF4 74:6:20. The main
reason for this choice is that a fast gas is needed for the high rate environment in COM-
PASS. The gas mixture should have an r(t) relation almost linear, almost independent
of the electric ﬁeld. Since the straw chambers will be subject to a magnetic ﬁeld, it was
desirable that the r(t) relation does not suﬀer from modiﬁcations in a magnetic ﬁeld. Sim-
ulations for the r(t) relations were done using the GARFIELD [15] simulation package.
The following r(t) relations were obtained for a 10 mm straw, see ﬁgure 3.5.
Simulations showed changes of less than 2 ns between 6 mm straws in a magnetic
ﬁeld of 0.5 Tesla and with zero magnetic ﬁeld [67]. Measurements of the r(t) relation in
presence of a real magnetic ﬁeld are still needed. The ﬁeld of SM1 is a non-uniform ﬁeld
which will make the calibration of the straw chambers diﬃcult.
The gas gain was measured at the Tandem Accelerator in Garching with 26 MeV
protons [53]. It was measured for the same gas mixture Ar/CF4/CO2, but for diﬀerent
percentages of the components using a straw of 8 mm diameter. Figure 3.6 shows the
results of the measurement.
The gas gain for the 6 mm and the 10 mm straws was computed using GARFIELD [15].
The ﬁgure 3.7 shows the gas gain versus the wire potential for 10 mm and 6 mm straws.
The computed and the measured gas gains disagree by a factor approximately two.
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Figure 3.5: r(t) relation for a 10 mm straw with no magnetic ﬁeld using Ar/CO2/CF4 74:6:20
as gas mixture.



















Figure 3.6: Measured gas gain versus wire voltage for an 8 mm diameter straw using the gas
mixture Ar/CF4/CO2 at diﬀerent percentages.
the same gas gain with a 10 mm straw, the high voltage applied must be 1974 V. In
ﬁgure 3.7, 1974 V for a 10 mm straw corresponds to a simulated gas gain of 5×104. Thus,
in this case the simulated gas gain diﬀers from the measured gas gain by a factor 1.8.
This is due to the fact that the simulations consider only some of the physical processes
involved in the gas gain calculations. Thus a disagreement between the measured and the
simulated gas gain was already expected.
A gas system was designed to feed tracking station 2, corresponding to a volume of
approximately 2.2 m3. Because of the high price of the mixture, a closed gas system is
needed where the gas is not lost but recycled. A closed gas system has the disadvantage
of the contamination. The contamination comes from the leaks and diﬀusion through the
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Figure 3.7: Simulated gas gain versus wire voltage for 10 mm and 6 mm straws using the gas
mixture Ar/CF4/CO2 (74:20:6).
straw walls. The gas must be cleaned before reinjecting it into the gas volume of TS2. The
contamination inside the chamber is mainly due to water vapour, oxygen, nitrogen and
CO2. The water and oxygen are regulated by removing the excesses using some surfacing
processes with copper. The nitrogen and the CO2 are stabilised by having a permanent
leak. After passing the gas through the chamber, the correct mixture is adjusted again. In
this way the losses of gas are minimized. One possibility of reducing the contamination is
by using a protective gas volume around the straws. Further investigations must be done
to understand which gas will be most suitable for this volume in case the protective gas
is needed. A disadvantage of the protective gas volume will be the expansion of the foil
which encloses the volume when ﬁlling it with gas, disturbing the detectors situated close
by.
3.2.2 Four straw tubes
In February 1998, a small prototype made of 4 straws of 2 m length each was delivered
by the “Joint Institute for Nuclear Research” (JINR, Dubna). Tests were performed in
a laboratory at CERN to learn about its behaviour.
The prototype contained two diﬀerent kinds of straws of 1.5 cm in diameter. Two
straws had a wall consisting of two layers of carbon coated Kapton on the inside and on
the outside, glued together. In between the two layers there was a thin aluminium layer.
The total thickness of the straw wall was 70 µm. The other two straws diﬀer on the outer
layer. In this case, the outer layer consisted of pure Kapton. The tests were done using an
55Fe source. The gas mixture used was 50% Ar, 50% CO2 and the applied high voltage
(HV) was 2300 V. The setup is shown in ﬁgure 3.8.
The attenuation length was measured by direct observation of the amplitude of the
55Fe signals. The source was placed at several positions along the straw. The results
indicated that the signal was larger on the preampliﬁer side and smaller at the end of the
straws. This is shown in ﬁgure 3.9.
A very high noise level was observed when operating the straws. For this reason an










Figure 3.8: Setup for the test of the 4 straws from Dubna.
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Figure 3.9: Measurement of the attenuation length. At about 100 cm the signal is smaller due
to the presence of the spacer.
that the straws could not be operated without the shielding. The main conclusion was
that further tests to investigate the noise problems in the straws and the attenuation
eﬀect should be performed and further more that the type and position of the diﬀerent
conductive layers forming the straw wall should be carrefully studied.
3.2.3 Read out electronics
The read out chain consists of the following steps: ﬁrst the signal is generated in a straw.
The signal travels to the end of the straw where the motherboard is situated. The moth-
erboard distributes the high voltage to the straws and acts as an interface to the front
end card (FE card). The front end card, plugged into the motherboard, recuperates and
ampliﬁes the signal. In our case, the front end card also has a TDC incorporated. This
is an advantage since it reduces the amount of cabling needed. Only one outgoing cable
must be connected to the global data collector. This read out card was specially designed
with the high rates of the COMPASS experiment in mind [66].
Signal transmission
When a particle traverses the straw connected to high voltage and ﬁlled with gas, it
ionizes the gas. As explained in section 3.1.1 the signal is formed by induction due to the
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movement of the ions and electrons as they drift towards the cathode and anode. Since
the multiplication region is limited to a distance of a few wire radii, the contribution of
the electrons to the signal is small compared to the positive ions [43].
The signal created will split into two equal parts travelling towards the tube ends [39].
The propagation along the tube is ruled by the properties of a coaxial transmission line




R(ω) + i · ω · L
G(ω) + i · ω · C (3.5)
where ω is the frequency, Z0(ω) is the frequency dependent impedance, R(ω) and G(ω) are
the wire resistance and the dielectric conductance respectively, both frequency dependent.
L and C are the inductance and capacitance respectively. The frequency band of the
ampliﬁer that will be used for the read out (see section 3.2.3) is 1-100 MHz. For high






where L and C are determined by the tube’s geometry. The inductance is given by:
L =
µ · l




where µ is the magnetic permeability of the medium, l is the length of the straw, b its
diameter and a is the diameter of the wire. The capacitance is given by:
C =




where ε is the electric permitivity of the medium.
The impedance versus the frequency in a straw tube of 10 mm diameter was simulated
and it is shown in ﬁgure 3.10.
For gases the permittivity and permeability constants are approximately those of vac-
uum, that is, ε ≈ ε0 = 8.85 · 10−12F/m and µ ≈ µ0 = 4 · π · 10−7H/m.
The end of the straw should be “correctly” terminated according to the tube’s wave
impedance to avoid reﬂections of the signal when this reaches the end of the tube.
Thus we can calculate the approximate impedance of the straws considering a wire
diameter of 30 µm, and straw diameters of 10 mm and 6 mm. The inductance per unit
of length is 11.6 · 10−7 H/m for the 10 mm straw and 10.6 · 10−7 H/m for the 6 mm
straw. The capacitance per unit of length is 9.6 · 10−12 F/m for the 10 mm straw and
10.5 · 10−12 F/m for the 6 mm straw. Introducing these values into the equation 3.6, the
impedances obtained have a value of approximately 348 Ω for the 10 mm straw and 318 Ω
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Figure 3.10: Impedance versus frequency for a 10 mm straw. The dashed lines shows the high
frequency limit.
Motherboard
Straws of the same diameter in a layer form blocks of 64. Each block is connected to one
front end card via a 64 channel motherboard [55]. The main high voltage (HV) bus of each
motherboard (MB) is connected to an individual HV supply channel via a 1 kΩ resistor.
This resistor, together with 1 nF decoupling capacitors connected to the HV bus, create a
ﬁlter which reduces the noise level. Additionally, the MB channels are divided into eight
groups, each of them consisting of eight neighbouring channels. Each group is supplied
by the local HV bus, which is connected to the main HV bus via 1 MΩ resistor. Thus, in
case of breakdown of an anode wire producing a short circuit between the straw HV and
the ground, only one group of 8 straws will be switched oﬀ.
The anodes of the straws under high voltage are coupled to the input of the am-
pliﬁer/discriminator ASD8B via 82 pF high voltage capacitors and via serial resistors
(240 Ω or 270 Ω). This will provide the right impedance matching between the charac-
teristic impedance of the straw (exact impedance 360 Ω or 390 Ω depending on the tube
diameter) and the input impedance of the ASD8B (120 Ω) [13]. The values of the coupling
capacitors were chosen based on the theoretical analysis of the impedance matching. They
are lower than the ones commonly used in similar circuits (1 to 1.5 nF). Small capacitors
have several advantages. One advantage is a better impedance matching. In case of elec-
trical discharge inside the straw, the charge accumulated in the capacitor is signiﬁcantly
smaller. Subsequently there is a decrease of the risk of damaging the ampliﬁer and the
anode wire.
The motherboard provides also the possibility of testing the read out system. This
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is achieved by injecting a charge directly to the ampliﬁer inputs. The pulse from the
computer controlled pulse generator is distributed along the test path (test bus). This is
coupled to the ampliﬁer input via small capacitors of about 0.13 pF.
The motherboard contains also a set of 64 diodes BAV99 which provide an ASD8B
input protection in case of electrical discharge.














































Figure 3.11: Circuit diagram of the motherboard that will be used in the straw chambers of
TS2 [55].
Front end cards
The Front End (FE) card developed by Freiburg [66] provides 64 channels for the straw
read out. The main components of the card are the ASD8b preampliﬁer and the F1 chip.
The F1 chip is a high resolution TDC. Its digitization of time is 130 ps. This chip was
developed specially by Freiburg to provide a dead time free read out and to guarantee a
high speed data recording. There are eight F1 chips on a read out card, each digitizing
eight channels, leading to 64 input channels. There are eight ASD8b preampliﬁers, one
for each F1 chip. The threshold of the preampliﬁers is controlled by eight DAC (Digital
to Analog Converter). Each DAC can be set individually by means of the F1 chip. This
provides the option of setting the threshold for each of the 64 straws individually, very
useful tool because every channel can behave diﬀerently. The data from the FE card
will be transmitted to the CATCH via a serial hotlink protocol. CATCH combines the
data of up to 16 FE cards. The straw geographical identity is in the FE card and will
be transmited to the oﬄine, independently of the CATCH and FE card to which it is
connected.
A test beam took place in June 1999 to decide the best suited preampliﬁer for the FE
card. Two possibilities were studied, the ASD8b and MAD-IV preampliﬁers. The chamber
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used was the prototype built in Dubna (the prototype is described in section 3.3). What
was compared was the time resolution and the eﬃciency response of the two diﬀerent
preampliﬁers. The main results from that test will be summarised here. More detailed
information is given in a COMPASS note [40].
The time resolution was calculated adding up two drift times measured in adjacent
straws. This sum is considered a constant, assuming the drift velocity constant and the
tracks divergence negligible. This is a valid approximation to get a reasonable comparison
between both preampliﬁers but not for giving a ﬁnal result about the resolution of the
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Figure 3.12: Convoluted time resolution of two straws as a function of the high voltage settings
and of the diﬀerent thresholds of the discriminators for the a) ASD8b and b) MADIV.
The resolution when using the MADIV chip seemed to be worst than when using the
ASD8b, see ﬁgures 3.12. The lowest value for the ASD8b threshold was 4 fC. Lower values
were reachable when using the MADIV. Lower values were not reached when using the
ASD8b because of interferences between the output signal with the small input signal.
Even with higher thresholds a better time resolution was obtained when using the ASD8b.
The eﬃciency was measured reconstructing tracks with the help of a silicon telescope
and projecting them to the straw chamber. The eﬃciency is deﬁned as the ratio between
the hits recorded by the straws divided by the total amount of reconstructed tracks in the
telescope.
Figure 3.13 shows the eﬃciency versus the z position (drift distance) for diﬀerent gas
gains at a ﬁxed threshold: 4 fC. The eﬃciency near the walls is better for the ASD8b at
higher gains than for the MADIV.
The results showed that the ASD8b preampliﬁer fulﬁls the experimental requirements
better than the MAD-IV preampliﬁer. However the MAD-IV preampliﬁer did not show
the same strong tendency to oscillate as the ASD8b preampliﬁer. The main outcome of the
test was the decision of equipping the ﬁnal front end card with the ASD8b preampliﬁer.
The decisive factor was the better time resolution of the ASD8b chip. Another important
parameter to be decided on was the operating gain. From the plots, the high voltage which
gives better eﬃciency and resolution for the 10 mm straws is 1950 V. At this voltage even
































Figure 3.13: Eﬃciency as function of drift distance z for the a) ASD8b and b) MADIV, at three
diﬀerent gas gains. (The wire position is at 0.5 cm).
if the threshold of the ASD8b preampliﬁer chip has to be higher because of noise problems,













0 50 100 150 200 250
Figure 3.14: Eﬃciency at a drift distance of 1 mm ≤ r ≤ 2 mm measured with the ASD8b at
1950 V.
3.2.4 Electrical properties of the straws
The electrical properties of the straws were investigated in collaboration with our col-
leagues from the Warsaw University of Technology, Poland. Diﬀerent cathode materials
and conﬁgurations were studied. The simulations were done by making a model of the
signal transmission in a straw tube. The results of these simulations are collected in two
COMPASS internal notes [13] [14]. Here we will summarise the most important results.
The straw tubes are usually manufactured by cutting long strips of material and
winding them in spiral to get a tube. Since the straws form the cathode of the chamber,
they should be conductive on the inside. As a base material Kapton was chosen because
of its good mechanical properties and its resistance to high temperatures. The cathode
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properties are important only in the frequency range of the preampliﬁer. In our case using
the ASD8b preampliﬁer, this corresponds to frequencies between 1 to 100 MHz. Diﬀerent
straw wall conﬁgurations were tested. Here the most interesting ones are described. The
ﬁrst conﬁguration tested was the one used for the two straw chamber prototypes built in
Russia. The straws consisted of coated Kapton, the coating consisting of carbon on the
Kapton layer. A second conﬁguration was straws made out of carbon loaded Kapton or
Kapton XC with aluminized mylar as outer layer. The Kapton XC contains already the
carbon. In both cases, the straws are made of two conductive layers separated by a layer of
glue. The result of the simulation showed that the straws consisting of Kapton XC have a
better signal transmission compared to the carbon coated straws. The signal transmission
depends mostly on the conductivity of the layers of the straw wall. A high conductivity
implies a better signal transmission. Figure 3.15 shows the result of this simulation.






















Figure 3.15: Pulse height simulation as a function of the source position along the straw.
Diameter of the straw: 6 mm. Number 1 is the straw with carbon coated Kapton, as those
used in the prototypes built in JINR and MSU. Number 2 is the straw with Kapton XC with
aluminized mylar.
The cross-talk level was also simulated. The straw made of Kapton XC showed also in
this case a better behaviour than the carbon coated straw. The cross-talk level was lower
for the straws consisting of Kapton XC.
The simulation helped choosing Kapton XC for the straw cathodes. Two tests were
performed. First the material was checked for radiation damage (see 3.2.5). A second
test about the behaviour of the material on a full size straw was performed. This will be
described in section 3.3.
3.2.5 Aging
A small prototype was developed at CERN. This prototype was constructed with straws
made of Kapton XC with an outer layer of double sided aluminized mylar. The material
used corresponds to the ﬁnal choice for TS2. The diameter of the straws was 8 mm and
their length was 60 cm. This length was chosen to avoid the problem of inserting spacers
inside the straws. The straws were placed in a high precision aluminium proﬁle. The
proﬁle consisted of several u-proﬁles one next to the other. The size of every u-proﬁle was
of 9 mm in the inside. This proﬁle lead to a special design of the end-plugs which were
made to centre the straw in this u-proﬁle. They had one hole for the pin where the wire
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was inserted and crimped. They also had holes for the gas input and output connection.
Figure 3.16 shows the design of the endplug.






Figure 3.16: Endplug specially designed for a prototype. One hole is for the pin which will
centre the wire and the other one, with two diﬀerent diameters, is for the gas connection.
The gas output of one straw was connected to the gas input of the next straw, they were
connected in serie. A hole was made in the centre of the aluminium proﬁle to eliminate the
unnecessary material. The aging tests [52] [53] were performed at the Garching Tandem
Accelerator with 27 MeV protons using the prototype described. Working with these
protons, six to thirty years of COMPASS operation could be simulated in three days
(depending on the gas gain chosen), since they will deposite 10 times more energy than
minimum ionising particles. During these tests the gas used was Ar/CF4/CO2 (74:20:6).
This gas was chosen since it will be the operating gas in the TS2. Charges up to 1 C/m
were collected on the anode wire but no signiﬁcant aging eﬀect was observed. As shown
in ﬁgure 3.17.a no signiﬁcant losses were observed in the pulse height for the straws with
the COMPASS gas.
a) b)
Figure 3.17: Pulseheigth spectra before (solid lines) and after (1.1 C/cm, dotted lines) proton
irradiation for two diﬀerent gases a) the COMPASS gas and b) argon methane. The spectra was
taken using an 55 Fe source.
To prove that this was a good method to study radiation damages, some sample of
straws were ﬁlled with another gas, Ar/CH4 (90:10). This gas is known for causing aging
problems. The straws were irradiated under the same conditions as the straws ﬁlled with
the COMPASS gas. An increase of the electrical current at constant proton ﬂux was
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clearly seen. A signiﬁcant loss of pulse height (see ﬁgure 3.17.b) was also observed. This
increase in the current was probably due to the creation of an electrical dipole layer on
the cathode plane, an eﬀect called the “Malter eﬀect”. After the tests, the straws were
opened to check for deposits on the cathode wall or on the wire. In fact, some deposits
were found on the wire in the straws irradiated with the gas Ar/CH4.
3.2.6 Rate capability
A dedicated measurement was performed in September 1999 at the M2 beam line at the
SPS at CERN with the same rates as the ones expected in COMPASS. The main goals of
the tests were to measure the eﬃciency and the occupancy as a function of ﬂux rates. The
tests were done with a prototype built in Dubna consisting of 6 mm and 10 mm straws.
The prototype has an insensitive area in the centre of the chamber for the beam. (The
prototype is described in more detail in section 3.3). The setup was as follows: the chamber
was situated after SM1, corresponding to its nominal position. Downstream of the straw
chamber, a large scintillator was placed horizontally and further downstream two small
scintillators were placed forming a cross (vertically and horizontally, see ﬁgure 3.18).
Beam
SM1 Straw double layer
Small Scintillators
Large Scintillator
Figure 3.18: Setup for the rate measurements performed in September 1999 at the M2 beam
line at the SPS at CERN.
The chamber was running with Ar/CO2/CF4 at a ﬂow of 6 l/h, the total volume of
the chamber being 40 l. The straws in the chamber were read out exclusively by scalers.
The ﬁrst measurement’s goal was to obtain the eﬃciency versus high voltage and its
dependence on the rates. The eﬃciency was obtained using the following method: three
straws are chosen, two from one layer and one from the other layer, that were labelled 2,
3 and 4, see ﬁgure 3.19.
The eﬃciency was computed by taking the coincidence between the straw 2 and the
straw 3, then the coincidence between the straw 3 and the straw 4. The rates given by these
coincidences were added. The result of this addition was divided by the free rate obtained
in straw 3. This eﬃciency was measured for diﬀerent high voltages. These measurements
were repeated for a low (2 · 107 particles/spill) and high (2 · 108 particles/spill) muon
beam intensity, and for a pion beam (2.5 · 107 particles/spill). Figure 3.20 shows the
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Figure 3.19: Straws conﬁguration for the eﬃciency measurements.
eﬃciency measurements with the muon beam for high and low intensity. From the results























Figure 3.20: Eﬃciency versus high voltage for high and low intensity muon beam.
Measurements of the rates and measurements of straw chamber characteristics that
might be inﬂuenced by the rates were performed. To obtain the beam proﬁle it was enough
to measure the free rates on the straws.
The normalised rate, obtained as the free rate on a straw divided by the beam intensity
(which was provided by a ionization chamber) was measured in the following three diﬀerent
conditions: muon beam with target in/out, muon beam of high/low intensity and muon
beam with magnet on/oﬀ. A measurement was also performed with a hadron beam.
The ﬁgure 3.21.a shows that the rate in the straws is higher when the target is in
(the target was 2.6 interaction lengths). The result agrees with the expectation. When
the target is in, the hits in the straw chamber correspond to particles from the beam and
from the interaction of the beam in the target.
The ﬁgure 3.21.b shows that the rate is lower when the magnet is on. The explanation
for this eﬀect is the following: when the magnet is on, the particles with low momentum
are strongly deﬂected by the magnet. Therefore, they do not reach the straw chamber.
Thus the rate in the chamber will be lower than when the magnet is oﬀ.
The same kind of measurements were performed with a hadron beam, of π− with an
energy of 225 GeV. The only parameter which was changed during the measurement was
whether the target was in or out (see ﬁgure 3.22). The target was made of polyethylene
with 10% interaction length.
The tests were performed using 10 mm straws. The main reason for this choice was
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Figure 3.21: The normalized rate i.e., the rate in the straws divided by the beam rate. The
ﬁgures show the measurement of the normalized rate for a high intensity muon beam in two
diﬀerent cases: a) target in and target out (the SM1 magnet is switched oﬀ). b) SM1 magnet is
switched oﬀ or on (the target is in).
part of the chamber, thus only vertical alignment was needed.
The occupancy is deﬁned as the number of tracks passing through the straws in a time
gate corresponding to the drift time of the straw. The maximum occupancy for a 10 mm
straw can be calculated as:
Maximum occupancy = (maximum measured normalized rate)
× (highest expected beam rate)
× (maximum drift time)
(3.9)
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Figure 3.22: The ﬁgure shows the measurement of the normalized rate for the hadron beam for
two diﬀerent conditions, when the target is in or out (the SM1 magnet is switched oﬀ).
To extract the occupancy for the 6 mm straws from the occupancy measurements for
the 10 mm straws, the measurements have to be multiplied by a factor ( 6
10
)2. The reason
for this factor is that the tracks are traversing a straw of a diameter 10
6
smaller than the
one for the 10 mm straws. The other factor 6
10
comes from the fact that the drift time is
shorter by this factor for the case of the 6 mm straws. The maximum occupancy for 6 mm
straws closest to the beam corresponds to the case where the target is in. The results for
this case are:
• for the hadron beam, the maximum occupancy with the magnet oﬀ is 2% (Beam:
220 GeV π−, beam intensity: 5 · 107 s−1).
• for the muon beam, the maximum occupancy with the magnet oﬀ is 3,6% (Beam:
100 GeV µ, beam intensity: 2 · 108 s−1).
• for the muon beam, the maximum occupancy with the magnet on is 2% (Beam:
100 GeV µ, intensity: 2 · 108 s−1).
These results are consistent with the proposal and with Monte Carlo simulations. The
Monte Carlo simulations were performed using as event generator called FRITIOF [37].
It is an event generator which simulates the interactions between hadrons and nuclei.
The ﬁgure 3.23 shows the x and y distribution for particles at the same distance from
the target as the straw chamber in COMPASS. As beam particles π− were chosen.
The occupancy is computed dividing the entries for an x or y position by the total
amount of generated events, and multiplying this quantity by the beam intensity, the
interaction length of the target material (to simulate the number of interactions that will
occur in the target) and the drift time. In ﬁgure 3.24, the diﬀerent values for the occupancy
are computed for diﬀerent distances to the beam centre. A value of 2.2% occupancy is
obtained for the straw nearest to the beam, considering that there will be a physical hole
for the beam. This value agrees with the 2% occupancy measured in M2 for the hadron
beam.



















Figure 3.24: Simulated occupancy at diﬀerent distances to the beam centre. The value of 2.2%
is obtained for 100 mm which will be the distance at which will be situated the straw from the
beam centre.
3.3 Tests of prototypes
In 1998 two prototypes of straw tube drift chambers were constructed and tested in order
to measure eﬃciency and resolution [41]. The tests were performed at the X5 beam line
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at CERN. One prototype was designed and constructed at Moscow State University and
the second one was designed and constructed in JIRN at Dubna. The prototypes diﬀer in
size and in their conceptual design.
3.3.1 Design considerations for two prototypes by MSU and
JINR
Both prototypes consist of 2 layers of straws (one double layer). Each layer consists of
one inner region with 6 mm diameter straws and one outer region with 10 mm diameter
straws. The straws are made from a 2×25 µm coated Kapton ﬁlm. The coating itself
consists of an aluminium layer with carbon. Therefore the straws are conductive inside
and outside.
The Moscow prototype is about 60×80 cm2 and contains 2×16 channels of the 10 mm
straws and 2×96 channels of the 6 mm straws. The prototype has 2 gas volumes. The
ﬁrst gas volume is the inlet and outlet for the straws themselves. The second one, which
protects the straws from the outside atmosphere, is made by placing a mylar foil around
the straws. Both volumes are ﬁlled with the same gas. The frame is constructed to hold
the wire tension. The measured wire tension was around 80 g for the Moscow prototype.
The Dubna prototype has an active area of 240×120 cm2. It contains 2×60 channels
with 10 mm diameter and 2×96 channels with 6 mm diameter straws. In this case, the
nominal wire tension was 50 g.
In both prototypes plastic element supports were used to maintain the wire position.
These spacers have one 100 µm diameter hole in the centre for the wire and 3 holes for
the gas ﬂow. The spacers were of diﬀerent design for both prototypes but the results were
similar for both cases.
Both prototypes had an insensitive area in the centre achieved using diﬀerent methods.
Both solutions worked as expected, no signals were registered in this region. The Moscow
solution for the blind region consisted in using in this area straws where the inside was
non conductive. The Dubna prototype solved the problem by putting a mylar tube inside
those straws. The ﬁnal detector should have a real physical hole for the beam in addition
to the insensitive area.
3.3.2 Laboratory tests
The wire tension of both prototypes was measured by using a device manufactured by
CAEN. It worked as follows: a current was applied to the wire and by using a magnet the
wire started to oscillate. The frequency of oscillation is related to the tension by [42]:
fn =
n
2 · l ·
√
T
ρ · A (3.10)
where fn is the frequency of oscillation of the n
th harmonic, T is the tension applied to
the wire, A its cross-section, ρ its density, and l its length. The results showed for most
of the cases small deviations with respect to the nominal wire tension.
Both prototypes were tested with an Fe55 source. Diﬀerent channels were tested for
diﬀerent voltages and the current was monitored. The motherboard for the Moscow pro-
totype showed some problems with dark current. After some modiﬁcations the chamber
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was operating as expected. Some problems to keep the high voltage appear for the Dubna
prototype.
The Moscow prototype was checked at CERN for gas leaks while the Dubna prototype
was checked at Dubna before shipping it to CERN.
3.3.3 Test beam measurements
Both prototypes were tested at the X5 beam line in the west area at CERN. The exper-
imental setup consisted of two overlapping scintillators of 4×4 cm2, a silicon microstrip
detector with 3 planes (every plane containing 4 orientations, one vertical, one horizontal,









Figure 3.25: Test beam setup. 1, 2, 3 are the diﬀerent planes of the silicon detector. The distance
was 109 mm between 1 to 2 and 810 mm between 2 and 3. 4 is the prototype, and its distance
from the the silicon plane number 3 was X = 901 mm for the Dubna prototype and X = 521 mm
for the Moscow prototype.
The trigger signal was given by a coincidence of the two scintillators. The silicon
telescope allows the extrapolation of the track to the chamber with an accuracy of 10 µm.
The chamber was mounted on a scanner which allowed its precise movement in the x and
y directions. Figure 3.26 shows a photo of the Dubna prototype mounted on the scanner.
In May 1998 the Moscow prototype was tested using a gas mixture of Ar/CO2/CH4
(74:20:6). Half of the chamber was read out using an “old” preampliﬁer and discriminator
that were not electronically matched to the chamber. The other half of the chamber was
read out by a “new” Front End card designed by Freiburg based on the ASD8b chip. In
both cases some straws were terminated with a resistor of 330 Ω and a capacitor of 1 nF.
Both values were not perfectly matched to the impedance of the straw. The operating HV
was 1750 V for the 6 mm straws and 1970 V for the 10 mm straws, leading to a gas gain
of 4·104.
The Dubna prototype was tested in August 1998. Another gas mixture Ar/CF4/CO2
(74:20:6) was chosen to get a more linear gas. In this test only the “new” Freiburg Front
End was used and all the straws were terminated. Again the electronic matching between
the termination and the straw was not ideal: 330 Ω for the resistor and 1 nF for the
capacitor. The nominal HV at which the straws were operated is 1650 V for the 6 mm
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Figure 3.26: Dubna prototype mounted on the scanner in the test beam area.
straws and 1800 V for the 10 mm straws. The electronics threshold, which indicates the
value at which the preampliﬁer will react, was set to 800 mV corresponding to 4 fC (25,000
electrons). The value of the threshold has a strong inﬂuence on the results. For having the
best resolution the threshold should be set to trigger on the ﬁrst cluster. The ﬁrst cluster
is the one with shortest path to the wire. The number of electrons in a cluster is similar to
the Poisson dsitribution but with higher kurtosis (long tail). The mean value is 3 but 62%
of the clusters have one electron, 21% have two electrons and 6% have 3 electrons [69]. For
a gas mixture containing Ar and CO2 the average number of electrons in a cluster is 3 and
a primary ionization is produced every 330 µm in average. The chamber was working at
a gas gain of 2 · 104. To trigger in the ﬁrst cluster means that this should contain at least
2 electrons. For the mentioned values the probability to trigger in the ﬁrst cluster is 38%.
Nevertheless this probability is strongly decreased due to the losses of charge produced
in the avalanche because of charge division and other processes. 4 fC threshold was the
lowest achievable in the test beam area due to noise problems. With lower noise level,
the threshold could be reduced and consequently a better resolution could be achieved.
In order to understand better the electrical properties of the straws the group from the
Warsaw University of Technology developed a simple model described in a COMPASS
internal note [13]. Some of the results are:
• the straw cathode is transparent in the frequency range of the ASD8b chip, 1 MHz-
100 MHz, therefore the signal seems to travel between the wire and an external
ground,
• the termination plays an important role.
The main read out electronic consisted of TDCs with 50 ps time resolution. The DAQ
system recorded the TDC values and the hits on the silicon telescope to tape.
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3.3.4 Analysis and results
The analysis was focused on determining the resolution of the prototypes, the eﬃciency
and the dead area caused by the spacers. Some conclusions about the working conditions
of these detectors could also be retrieved from these tests. A silicon telescope was chosen
to measure the resolution of the drift chamber because of its good spatial resolution,
better than 10 µm.
Two informations are used for the analysis; the TDC drift time and the hits in the
silicon telescope. A valid hit in the straws results in a TDC drift time below 100 ns. All
other values are considered as overﬂows. The silicon telescope gives the vertical and the
horizontal positions of the hits. The vertical position is deﬁned across the straws and the
horizontal position along the straws (see ﬁgure 3.27).
V-position
H-position
Figure 3.27: Deﬁnition of coordinates.
For the track reconstruction at least 7 hits are required in the silicon detectors. To get
the position of the hits in the chamber, the track is extrapolated from the silicon telescope
to the chamber. The distance from the silicon telescope to the chamber was minimized
to reduce the multiple scattering which will cause errors in the extrapolation of the hit
position in the chamber.
Experience gained in the ﬁrst test beam with the Moscow prototype, which was the
ﬁrst prototype delivered, led to improve results in the second beam time. For the Dubna
prototype the gas used was changed to have a faster and more linear gas and the electronics
was more modern and specially designed for these chambers. Therefore we will report in
the following mostly on the results obtained for the Dubna prototype.
Resolution
To measure the resolution the following method was used. Plotting in a 2 dimensional
histogram, the vertical position (calculated from the silicon telescope) as x axis and the
drift time as y axis, a so called V-plot is obtained. The V shape is caused by the fact that
the same drift time could correspond to two diﬀerent positions in the straw, one on the
left side of the wire, the other on the right side of the wire. The crossing of the 2 V legs
corresponds to the wire position. The upper parts of the V correspond to the walls of the
straw. Figure 3.28 is an example of a V-plot for a 10 mm straw. The V plot corresponds
to the r(t) relation. The r(t) relation was simulated using the GARFIELD [15] simulation
package to check if it corresponds to what is expected for Ar/CO2/CF4. The results of
this simulation are shown in ﬁgure 3.29. GARFIELD is a simulation program for gaseous
detectors.
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Figure 3.28: V-plot for a 10 mm straw.
The V-plot gives already some information about resolution and gas properties. Some
parts of the V legs are broader. In this case the resolution is worse, as will be shown later.
The straightness of the V legs indicate the linearity of the gas.

















Figure 3.29: One of the V-legs for a 10 mm straw. The dots in gray correspond to the simulated
r(t) relation using the GARFIELD simulation package.
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To give quantitative results for the resolution a time window of 0.3 ns was chosen (see
ﬁgure 3.30), and only one ”leg” of the V-plot was considered. The vertical position is
plotted as x axis and the number of events as y axis. Fitting this plot with a Gaussian,
the corresponding sigma is our spatial resolution. The time window was chosen always to
be 0.3 ns leading to an intrinsic error for the resolution measurement of ∼ 20 µm.
This method does not give an exact number for the resolution because the Gaussian
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Figure 3.30: V-plot for a 6 mm straw.
The resolution was measured for both 10 mm and 6 mm straws.
The resolution depends on the drift time or distance to the sense wire. Figure 3.31
shows the resolution for a 10 mm straw for 2 diﬀerent drift times. The resolution is worst
for a drift time of 35 ns. There the V leg is the broadest.
The V leg gets thinner and better deﬁned close to the wall. This is a consequence of
the resolution dependence on the distribution of ionization products along the path of the
particle.
A minimum ionisation path is needed to create enought electron-ion pairs to create a
signal from a charged particle traversing the straw. The electron-ion pairs produced will
be situated somewhere between points 1 and 3 (see ﬁgure 3.32) for a charged particle
traversing the straw close to its wall and between points 1’ and 3’ for a charged particle
traversing the straw close to its wire. When the track is close to the wall, the diﬀerence
between the expected drift distance a (from position 2 in ﬁgure 3.32) and the real drift
distance b (electron ion pair produced at position 1) is small. When the diﬀerence between
the drift distances is small, the diﬀerence between drift times is also small. For tracks
48 CHAPTER 3. THE TRACKING STATION 2















σ = 120 µm












7 8 9 10 11 12
σ = 195 µm
t  = 35 - 35.3 nsw
(a) (b)
Figure 3.31: Resolution for a 10 mm straw for a time window of (a) 35-35.3 ns (b) 70-70.3 ns.
close to the wire, this diﬀerence (between a’ and b’) becomes larger. This implies that the










Figure 3.32: Ionisation path needed to produce enought electron ion pairs for the signal devel-
opement, close the wire (from point 1 to point 3) or close to the wall (from point 1’ to point
3’) (see text).
Figure 3.33 shows the resolution for a 6 mm straw for 2 diﬀerent time windows, one
near the wire, and the other one far away.
The values of the diﬀerent resolutions for diﬀerent drift distances to the wire were
measured and are plotted [53] in ﬁgure 3.34. The plot also shows the values of the simulated
resolutions using the GARFIELD [15] package. As can be seen the measured results agree
nicely with the simulated ones.
The values shown here correspond to the intrinsic resolution of a straw without con-
sidering the absolute wire position and the calibration of the chambers.
Eﬃciency
The chamber was deﬁned to be eﬃcient when, having 7 hits in the silicon detectors, the
straw drift chamber had at least one hit. The eﬃciency across the straw was given by the
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Figure 3.33: Resolution for a 6 mm straw for a time window of (a) 35-35.3 ns (b) 45-45.3 ns.
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Figure 3.34: Comparison of simulated (squares) and measured resolution (dots) for a 10 mm
straw at various drift distances to the wire.
ratio of a valid TDC hit (no overﬂow) and the beam ﬂux through the straw measured by
the silicon detectors. Technically this was achieved by dividing 2 histograms. Histogram
number 1 contains the number of events versus vertical position independently of whether
there was an overﬂow or not. Histogram number 2 contains only those events which have
a TDC entry without overﬂow corresponding to a registered hit in the straw. Dividing 2
by 1 the eﬃciency is obtained.
Very good results were obtained for the eﬃciencies for both 10 mm and 6 mm straws.
Values of 99% were achieved for all measured straws. Figure 3.35 shows the typical eﬃ-
ciencies obtained for a 10 mm and for a 6 mm straw working at the nominal HV (1850 V
for the 10 mm and 1650 V for the 6 mm) corresponding to a gas gain of 2 · 104.
Near the wall, a particle passing through the straw will create less electron-ion pairs.
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Figure 3.35: (a) Eﬃciency for a 10 mm straw and (b) Eﬃciency for a 6 mm straw.
This number could be smaller than the threshold of the electronics is set to. Thus the
straw will be considered ineﬃcient, no signal will be recorded. The eﬃciency near the
walls is also aﬀected by the position resolution. Figure 3.36 shows how the eﬃciency of
the 10 mm straws decreases near the wall.
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Figure 3.36: Eﬃciency for a 10 mm straw near the wall.
A minimum ionisation path is needed to create enought electron ion pairs for detecting
the signal. For a track passing close to the straw wall, the eﬃciency of detection is smaller
for a 6 mm straw than for a 10 mm straw. This is due to the fact that for smaller diameters
the track path is sometimes smaller than this minimum ionisation path. Thus, the number
of electron ion pair produced is not enought to detect the signal.
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Eﬀects of the spacers
Spacers are placed inside the straws to keep the wire in place. The spacer is a small piece
of non-conductive material with one hole in the middle for the wire of 100 µm diameter,
and other holes allowing the ﬂow of the gas. The diameter of the spacer corresponds to
the inner diameter of the straws. The spacer is glued to the wire and then inserted into
the straw.
The spacers inside the straws cause a distortion of the electric ﬁeld leading to an
ineﬃcient zone in the straws. This dead zone was analyzed by plotting the eﬃciency as
a function of the hit position along the wire. The spacer causes a drop in the eﬃciency.
The width of the dead area is more or less the diameter of the straws. Figure 3.37 shows
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Figure 3.37: Eﬃciency in the region of the spacer as a function of the hit position along the
wire for a 10 mm straw.
3.3.5 Conclusions of the tests
With the help of these prototypes it has been demonstrated that the straw detectors
can be used as high resolution tracking elements for the COMPASS experiment. Average
spatial resolutions of the order of 150 µm were obtained during the tests. The gas mixture
of Ar/CF4/CO2 (74:20:6) provides a fast linear gas for straw chambers. Eﬃciencies greater
than 99 % were achieved. The tests of the prototypes determined the working point for
the upcoming chambers, the gas gain, the preampliﬁers threshold and the gas mixture at
which the chamber has better eﬃciency and resolution.
3.3.6 Construction of a third prototype
A third prototype straw drift chamber was constructed at CERN. The design of the
chamber was diﬀerent from the one of the Dubna and Moscow prototypes. The Dubna
design is based on gluing the straws together forming a plane. The plane of straws is glued
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to the frame. Some carbon strips are placed on the side of the planes, perpendicular to
the straws, to maintain the plane in position avoiding bendings.
The Moscow design diﬀers from the Dubna design. The Moscow prototype used carbon
ﬁbre jigs. Holes are machined in them of the size of a straw diameter. The frame held the
jigs and the straws were inserted through the holes of the jigs from one side of the frame
to the other side. The advantage of this design is that almost no glue is present and every
straw is an individual unit. The straws are free from one end and ﬁxed in the other end.
In this case, the straw is free to expand when aﬀected by humidity. The frame was made
of carbon ﬁbre. The advantage of a carbon ﬁbre frame is the low expansion coeﬃcient
compared to that of aluminium.
The design of the prototype constructed at CERN was similar to the Moscow proto-
type. It was also designed with the idea of using jigs. The horizontal size of the chamber
was like the one for the ﬁnal chambers, 3250 mm. The straws consisted of Kapton XC
with a layer of aluminized mylar in the outside. This material corresponds to the one
chosen for all TS2, except the one of the ﬁrst submodule which will have as outer layer
planar Kapton. The spacers were provided by our Dubna colleagues, and had the same
design as the ones chosen for TS2 (see section 3.4). The sense wire was 30 µm gold plated
tungsten with rhenium, identical to that chosen for TS2. The endplugs were produced by
a company according to a special design. The design of the endplugs was optimised to
introduce as little material as possible. The design of the frame was basically the same as
the one planed for the rest of TS2. The frame was constructed at CERN with a precision
in assembly of the order of 50 µm. The jigs had to be machined out of aluminium all at
the same time to achieve the required precision on the holes position. With the help of an
optical level all the jigs were aligned with respect to each other. The spacers were glued
to the wires at the right position and then pulled into the straws. The tension applied to
the wire was 100 g.
This prototype was constructed for several reasons. The ﬁrst argument was to test the
new straw material. Straws constituted of Kapton XC and aluminized mylar of 3250 mm
length were never tested before. Another motivation was to ﬁnd a diﬀerent way of building
a high precision straw tube drift chamber. This construction was supposed to be faster
than the Dubna procedure of building the chambers. Another reason was the pilot run
foreseen in COMPASS for July-August 2000. The requirement for the run was the presence
of all type of detectors. The chambers in Dubna were not ready at that time and the only
possibility was this prototype.
The prototype was installed in the COMPASS hall downstream of the SM1 magnet,
corresponding to the nominal position of TS2. It was equipped only with few working
channels, since not all were available. These were enough to test the long straws and the
chamber performance in real conditions, including the presence of a magnetic ﬁeld.
The 10 mm straws were studied at two diﬀerent positions. First they were tested very
close to the beam and then at their nominal distance to the beam, 18 cm. Figure 3.38
shows the layout of the straws.
The chamber was equipped with a motherboard identical to the one that will be
used in the ﬁnal straw chambers of TS2. Only a prototype of front end card existed. The
prototype was working with the gas mixture chosen for the straw chambers in COMPASS:
Ar/CF4/CO2. The 10 mm straws were operating at 1950 V corresponding to a gain of
5 · 104. No high voltage trips were observed. A solution had to be found for a proper
grounding of the chamber. The oscillations and noise did not allow the electronics to work






















Figure 3.38: Straws layout for the pilot run of COMPASS.
with the expected thresholds. The chamber appeared to be very sensitive to activities in
the area, which increased the noise level of the chamber.
The aim of the tests was to learn about the possibility of working with these straws and
the whole setup together: straws, motherboards and front end electronics. When running
without problems, the beam proﬁle can be seen from the data, as shown in ﬁgure 3.39.













Figure 3.39: Proﬁle of the beam given by the counts in the straws.
The positions of the straws are indicated in ﬁgure 3.38. The 10 mm straw closest to
the beam, straw number 0, is the straw which has the higher counting rates.
When the chamber was noisy, the straws at the ends (straw number 0 and straws 7
and 8) distorted the beam proﬁle. The noise problems were also seen in the TDC spectra
(see ﬁgure 3.40).
The threshold for the preampliﬁer in this case was increased to the value of 1500 mV
corresponding to∼ 9fC. Lower thresholds for the preampliﬁer caused some noise problems.
Only some runs could be taken with thresholds of 1200 mV corresponding to ∼ 6fC.
The results of the tests demonstrated that the 3250 mm long straws made of Kapton
XC and an outer layer of double sided aluminized mylar work. The full read out chain,
motherboard and front end card, worked as expected. The problem of the grounding and
noise should be further investigated for the chambers with the ﬁnal design.
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Figure 3.40: TDC spectra for 2 channels a) for a noisy channel and b) for a working channel
without problems.
3.3.7 Full size ”prototype” double layer
The ﬁrst double layer of TS2 arrived at CERN in November 2000. The design of this
double layer is described in section 3.4.3. The chamber was installed in a support frame
which was initially constructed for the X-ray facility. The ﬁrst test performed in the
chamber was to check that the chamber could hold the high voltage. A second test with
an iron source was performed to verify that the chamber did not suﬀer any damage during
its trip from Dubna to CERN. A more detailed test was performed at the T9 test beam
area at the PS at CERN. The setup for the test was the following: two scintillating ﬁbre
stations with two diﬀerent ﬁbre orientations were installed upstream and downstream of
the chamber. Very close to the chamber a silicon microstrip detector was mounted. The
support structure for the chamber allowed its vertical and horizontal movement. The aim
of this test was to study the uniformity of calibration of the chamber. For this purpose,
data were taken at several points. The points were strategically distributed in the chamber
as shown in ﬁgure 3.41. They were chosen for the following reasons: points 1 to 5 (see
ﬁgure 3.41) to check that the calibration for the 10 mm straws should be the same along
the straw and for the diﬀerent 10 mm straws. For the points from 6 to 10 the same reasons
apply but in this case for the 6 mm straws. The points from 11 to 13 where chosen to
check the response of a straw in the physical hole region since the straws in this region
are shorter, and have a diﬀerent gas connection than the others.
1 2 3 4 5
6 7 8 9 10
131211
Figure 3.41: Measuring points in the chamber. These points were chosen to study the homo-
geneity of calibration.
The new read out cards, the ones planned to be used for the TS2, were installed.
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Their performance was not as expected. This encouraged our colleagues from Freiburg to
modify the ﬁnal design. The ”old” read out cards were ﬁnally used. In these cards, the
ASD8b chips are installed on the card but not the TDC. The results were obtained using
this ”old” read out card. Nevertheless some data with the ”new” read out card was also
taken to be able to analyze the problems.
The chamber was connected to an oxygen sensor to determine the oxygen content
inside the chamber.
The chamber was operative over its all surface. The eﬃciency for the 10 mm straws
was 99% or higher. No eﬃciency drop was observed when measuring along the straws. The
eﬃciency for the 6 mm straws was lower than the one measured for the 10 mm straws.
A possible explanation was that a lower gas gain was used for the 6 mm and the 10 mm
straws. Resolutions of the order of 220 to 300 µm were obtained for the 6 mm straws
and of the order of 240 to 170 µm for the 10 mm straws. These values did not strongly
depend on the position of the measurement along the straw. Some exceptions were found
for positions close to the read out side. In these cases the resolution was slightly better.
3.4 Final design
3.4.1 Components
After the R&D, the diﬀerent components of a double layer were determined. Their design
is here presented.
The structure of the straw wall is composed as follows: aluminized mylar (on both
sides) as an outer layer + glue + carbon loaded Kapton (or Kapton XC) as inner layer.
The total thickness of the wall is 60 µm, 40 µm of Kapton XC + 8 µm glue + 12 µm







Figure 3.42: Schematic layout of the straw wall.
The spacers are situated inside the straws every 60 cm to keep the gravitational sag
and oﬀset of the wire small. For the spacer [68] a hole for the wire 100 µm in diameter is
made in the centre. Several other holes are existing for the gas ﬂow (see ﬁgure 3.43). The
shape of the spacer was designed to minimize the material required.





















Figure 3.43: Side and front view of a spacer. The dimensions are equal for the 6 mm and
the 10 mm straws, except for the dimensions which have a subindex indicating to which straw
diameter they belong to.
The end-plug [68] (see ﬁgure 3.44) has a hole of 1.5 mm to accommodate a high
precision pin. This pin has a hole of 80 µm where the wire will be inserted. After its
insertion, the wire will be tensioned and crimped. The wire is thus kept in the centre of
the straw. An extra hole is placed in the end-plugs for the gas ﬂow into the straws. The
end-plugs provide also the straws with a ground contact. This is achieved by means of a
























Figure 3.44: Side and front view of an end-plug. All the dimensions are equal for the 6 mm and
the 10 mm straws, except for the dimensions which have a subindex which indicates to which
straw diameter they belong to.
At the physical hole, every straw will be cut in two parts leaving the central part
without material. The end-plug at the side of the physical hole will be slightly diﬀerent
from the rest of the end-plugs. The design is optimized to minimize the amount of material
in this region. See ﬁgure 3.45 for a sketch of the physical hole.
hole
















Figure 3.45: Sketch of the physical hole.
The gas is transfered from one part of the straws to the other by a bypass. The by-pass
is a 6 mm straw cut to the right length. The straws are connected to a gas channel. This
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is made out of stesalit. Its thickness is 1 mm in the long sides except for the side named b
which is 0.5 mm. The thickness of the shorter sides is 1.5 mm. A small steel tube, with a
thickness of 200 µm and a length of 6 mm, leads the gas of the straw to the gas channel.
3.4.2 Precision required
A geometrical precision of 200 µm is required for the chambers on TS2. To fulﬁl this
requirement, a high precision in the construction process is needed. The following speci-
ﬁcations were requested to ensure the precision of the chambers:
• the sagitta of the wires should be smaller than 50 µm in the wire plane
• the deviation of ﬂatness should be smaller than 200 µm
• the error on the wire positioning should be smaller than 50 µm with respect to the
alignment marks
• the eccentricity of the wires relative to the straws should be smaller than 50 µm.
To obtain the precision in the wire position a certain tension on the wire should
be applied. The tension was chosen to be 100 g. Higher values could cause a loss of
elasticity or even the breaking of the wire. A lower wire tension has two drawbacks, the
gravitational sagging of the wire and the additional deﬂection caused by the electrical
ﬁeld. In the ideal case, the sense wire is exactly centred within a perfectly cylindrical
cathode. In this case, the system is electrostatically stable. However, the sense wire will
never be exactly centered due to positioning error and gravitational sag. For the straw
tube cathode, similar problems will be encountered since the straw will be neither perfectly
cylindrical nor perfectly straight. The gravitational sag of the wire can be estimated from
the following equation:
dg =
L2 · ρ · g
8 · T (3.11)
where L is the length of the wire, ρ its weight per unit of length. g is the gravitational
acceleration and T the stretching force or tension applied to the wire.




8 · T (3.12)
where Fe is the electrostatic force per unit of length. The electrostatic force per unit of
length due to an oﬀset δ of the sense wire in the straw tube is given by [21]:
Fe =
2 · π · !0 · V 2 · δ
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where V is the sense wire potential, δ is the initial wire oﬀset from the centre of the straw
tube, R is the radius of the straw tube cathode, r is the radius of the sense wire and !0
is the electric permitivity of the chamber gas.
Using Fe previously deﬁned, the deﬂection de can be written as [21]:
de =
2 · π · !0 · L2 · V 2 · (δ + de/2)




de/2 is added to δ to take (approximately) into account the additional force due to the
wire deﬂection de.
The deﬂection due to gravitational sagging in our speciﬁc case is 10.8 µm for both 10
and 6 mm straws. It was calculated taking the density for a 30 µm gold plated tungsten
wire and multiplying it by its cross section. The tension applied to the wire will be of
1 Newton and the length L of the wire will be of 80 cm. This distance corresponds to the
separation between spacer elements that keep the wire in place.
The sagging due to gravitation is not the only oﬀset of the wire. The spacer has a hole
for the wire of 100 µm thus, due to gravitational sag, the wire will not necessarly be placed
in the centre of the spacer. It can sit on the edge of the hole of the spacer, after the spacer
has been glued to the wire. This will introduce an extra oﬀset of 35 µm. The total oﬀset
will be of 45.8 µm. The electrostatic force per unit length can be calculated in our case
using the formula 3.13. For a 10 mm straw diameter operating at 1950 V and for the oﬀset
just calculated, the force obtained is of 1.15·10−5 N/m. For the 6 mm straw operating at
the same gain, (1780 V) the electrical force is of 3.14·10−5 N/m. Finally the deﬂection of
the wire due to electrostatic forces can be computed using the formula 3.12. The result
can be compared to the one obtained when using the formula 3.14. The deﬂection due to
the electrical ﬁeld obtained for a 10 mm straw using the formula 3.12 is in the order of
1 µm. For a 6 mm straw is in the order of 2.5 µm. By using the formula 3.14 the results
obtained were approximately the same since the correcting factor of de/2 is very small.
The total deﬂection for the wire of a straw will be the deﬂection caused by the gravi-
tational sagging plus the deﬂection due to the electrical ﬁeld. For a 10 mm straw it will
be in the order of 47 µm and for a 6 mm straw 48 µm.
For minimising the errors in precision inside the plane the construction method is as
follows: high precision balls are inserted into the straws placed on a high precision table.
The balls are used to glue the straws together with no deformation. Once the straws are
glued together forming one plane, this is glued to the frame. All this will be explained in
more detail in the next section. This process will allow to reach the required resolution for
the tracking station 2. A more detail description of the production process will be given
in the next section.
To check the precision and position of the wires relative to each others and relative to
the frame, an X-ray stand has being produced [51]. It consists of an X-ray source and a
CCD camera. The chamber will be mounted on a support structure and it will be X-rayed.
The X-ray source and the CCD will be moved by a motor to scan the whole chamber. The
wires can be seen in the picture stored in the CCD. The precision of the measurements
that can be obtained is approximately 10 µm. The precision in the chamber construction
can be checked measuring at the spacer positions the distance between the wires (for 10
and 6 mm straws) and the parallelism of the wires when passing from the 10 mm to the
6 mm. A mapping of the absolute position of the wires can be done by attaching to the
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chamber in a precise position a high precision calibrated ruler. All the wire positions with
respect to the ruler are stored in the CCD.
3.4.3 Assembly
The assembly method plays a very important role for the precision of the chamber, for
the speed of the mass production, for the size of the production area and the costs. The
errors in precision inside the plane had to be minimized. The method of construction was
developed by our Dubna colleagues. Only some critical issues, as the amount of material
introduced by the chambers in the COMPASS detector, lead to long discussions on the
gluing method. After receiving the ﬁrst prototype, it was decided that the COMPASS
straws should only be glued at few points, not all over its surface. The spacer elements
were also discussed. Other details like the gas distribution in the chamber, the end plugs
and the physical hole were discussed among the straw group, JINR, MSU, Freiburg Uni-
versity, Warsaw University of Technology and LMU-Munich. A new design to minimize
the amount of material introduced by these elements was agreed upon all the institutes
involved in the straw project.
The assembly method that is being used is the following:
• A big production area 270 m2 was constructed in Dubna.
• The straws are manufactured by an English company, Lamina, and shipped to
Dubna.
• Once the straws arrive in Dubna their shape and diameter are checked. The straws
which do not fulﬁl the requirements are discarded.
• The selected straws are placed on a high precision table which will provide the
necessary precision to the straw plane.
• High precision steel balls are inserted inside the straws with the help of a ball
insertion machine. This machine is capable of ﬁlling one straw with balls in 60 s.
• With the straws ﬁlled with balls, one straw is pushed against the other with the
help of a high precision ruler.
• Once enough straws for a single layer are on the table, they are glued together. This
will give some stability to the plane. The glue mass is about 35% of the mass of the
straws. Figure 3.46 shows the gluing process.
• The physical hole is then cut on the layer and the structure of the hole is glued.
• Once one single layer is ﬁnished the procedure starts again for the second layer of
the plane.
• The two layers are then put together shifted by half a diameter between them
forming the double layer. In between a carbon strip is placed so that the two single
layers are not touching each others.
• In parallel, the wires are being prepared in some tables, the spacers are put in
position along the wire and they are glued to it.
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Figure 3.46: Gluing the plane of straws.
• After removing the balls from the inside of the straws, the double layer is glued to
the frame.
• The process of wiring starts. The double layer is positioned vertically, and from the
top the wires, with the spacers, are inserted into the straws by means of a weight
attached to the ends of the wires.
• The wires are then crimped on the top, and then crimped with a certain tension on
the bottom.
• Once this process is ﬁnished, the installation of the periphery can start. That means
that the motherboards and front end card are installed.
• The chamber, when ﬁnally ﬁnished, will be tested at high voltage and for gas tight-
ness. The ﬁnal test will be to test the straws with a Fe55 source.
• The chamber will be shipped to CERN where further tests will be done, like the
X-ray measurements, wire tension and again some tests with a Fe55 source will be
performed.
After the assembly and before starting the tests, the double layer looks as shown in
ﬁgure 3.47.
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Straw Geometry Number of ∅s Length Wall Total thickness Wire ∅w
detector straws [mm] [cm] material of wall[µm] material [µm]
MARKIII [16] cylindrical 640 8 400 Al-mylar 100 Au-Ag-W 50
MAC [17] cylindrical 324 6.9 43.2 Al-mylar 100 Au-Ag-W 30
FINUDA* [18] cylindrical 10±0.05 200 Al-mylar 30±10 Au-Ag-W 30
FINUDA [19] cylindrical 2424 15±0.5 255 Al-mylar 30 Au-Ag-W 30
KLOE [20] 26 30 50 Al 500 Cu-Be 100
SSC* [21] cylindrical 60 4 270 Mylar+Al 150+10 Au-Ag-W 10
SDC [22] [24] cylindrical 141404 4 400 Cu-Kapton 33
Jetset [25] barrel 1400 8 43.6 Al-alloy 60±5 stainless-steel 35
ALEPH [26] cylindrical 63 10 193 Al-mylar 54
FPC [27] rectangular 244 7.98±0.05 92 30±10 stainless-steel 35
TPC [28] cylindrical 8 Mylar+Al 100+25
KEDR [29] cylindrical 306 10 80 Al-mylar 40
NA31* [30] 32 8 240 Al-mylar 25 Au-Ag-W 30
HRS [31] cylindrical 7±0.05 Al-mylar 85 Au-Ag-W 20
E760 [32] cylindrical 5 21 Al-mylar 80 stablohm 875 19
AMY [33] cylindrical 576 10 57.15 Mylar+Al- 12.5+12.5 Au-Ag-W
polycarbonate
ATLAS [34] radial 4 55 Kapton+ Al 72 Au-Ag-W 50
CDF [35] cylindrical 2016 12.7 300 Stainless-steel 200±10 stainless-steel 50









































































Straw Gas Pressure Magnetic Efficiency Resolution Gas gain or
detector mixture [atm] field[T ] [%] [µm] voltage[V ]
MARKIII [16] Ar/C2H6 [50/50] 3 — 49 3900 V
MAC [17] Ar/CO2/CF4 [49.5/49.5/1] 4 45 3900 V
FINUDA* [18] C2H6O [99.8%] 1.02 40 3200 V (10mm)
3500 V (20mm)
FINUDA [19] Ar/C2H6; Ar/CO2 1.1 100; 150
DME 40
KLOE [20] Ar/C4H10 [40/60] 1 — 99 60 4600 V
SSC* [21] Ar/CF4/C2H6 [33/33/33] — 100 1800 V
SDC [23] [24] CF4/C4H10 [80/20] 2 145 2000 V
Jetset [25] Ar/CO2 [50/50] 92 180 10
5
ALEPH [26] Ar/CO2/CH4 [89/10/1] 2 96 180 1425 V
FPC [27] Ar/CO2 [50/50] 95 250 10
5
TPC [28] Ar/CO2 4 35-50
KEDR [29] Ar/CO2 [50/50] 1 0 and 2 50 10
5
CO2/C4H10; DME 2; 1 22; 20
NA31* [30] Ar/C2H6 [50/50] 2 — 100 2300 V
HRS [31] Ar/C2H6 [75/25] 1 1.62 92 100 1650 V
E760 [32] Ar/CO2 [87.5/12.5] 1 — 99 1-3·105
AMY [33] Ar/C2H6 [50/50] 1.45 3 97 80 2 to 4·104
ATLAS [34] Xe/CF4/CO2 [70/20/10] 1 to 1.4 0 to 2 87 145 2.5 to 4·105
CDF [35] 1.5









































An initial hadron programme in COMPASS could take place before all the detectors
are installed. This chapter describes Primakoﬀ and diﬀraction measurements, two of the
physics programmes that could be performed in COMPASS at this early stage. Physics
simulations concerning the feasibility of such programmes are presented in this thesis. The
detector setup was carefully studied. It should be similar for both physics programmes in
order to eﬃciently change in a short time from the hadron to the muon programme.
4.1.1 General features of diﬀractive dissociation
The general features of diﬀractive dissociation processes and their cross-sections are de-
scribed in this section.
Diﬀractive reactions are [45]:
• Elastic scattering of two particles, a and b: a b→ a b. The diagram of this reaction
is shown in ﬁgure 4.1.I.
• Single inelastic diﬀraction, or diﬀractive dissociation, where one particle scatters
inelastically taking energy and hadronizing into new particles X: a b → a X or
a b → X b. One of the possible cases is shown in ﬁgure 4.1.II.
• Double diﬀractive dissociation, where both vertices are inelastic. Two new hadronic
excitations are produced. This case is shown in ﬁgure 4.1.III.
• Double Pomeron exchange, where particles are produced in the central region, as
shown in ﬁgure 4.1.IV.
Diﬀraction is described by the exchange of a Pomeron. The Pomeron transfers only
momentum and angular momentum. No colour or ﬂavour is transfered in this exchange.
Inelastic diﬀraction corresponds to an exchange where the Pomeron-hadron interaction is
inelastic at one vertex. The nature of the Pomeron is not clear, but it is likely to be a
gluonic object [44] [65]. This gluon rich environment favours the production of glueballs
and hybrids. Therefore diﬀractive dissociation is a possible way to search for glueballs and
hybrids. In this thesis, we will concentrate on diﬀraction dissociation of the projectile. In
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Figure 4.1: I) Elastic scattering, both vertices are elastic. II) Inelastic diﬀraction. Only one
vertex is inelastic, represented in the ﬁgure by a black dot. III) Double diﬀraction. Both vertices
are inelastic, represented in the ﬁgure by black dots. Two new hadronic excitations, X and Y ,
are produced . IV) Double Pomeron exchange. V) Diﬀractive dissociation of the projectile.
the case of interest, the inelastic vertex is on the projectile side and the target remains
unchanged. This corresponds to the diagram shown in ﬁgure 4.1.II. It is also possible that
the inelastic vertex is in the target and the elastic on the projectile side. In this case, it
is called diﬀractive dissociation of the target.
From the point of view of kinematics, inelastic diﬀraction can be treated as a two
body reaction if the ﬁnal system X is considered as ’one particle’. The kinematics of the
process will be studied in the section 4.1.2.
The diﬀerential cross-section for diﬀractive dissociation can be expressed as [44] [46]:
dσ
dt · dM2X
∼ e−b·t · 1
M2X −M20
(4.1)
where t is the four momentum transfer squared, MX is the mass of the diﬀractively
produced object X and M0 is the minimum mass that can be produced. Depending on
the beam particle used in COMPASS, the mass M0 is the mass of the pion M0 = mπ−
or the mass of the kaon, M0 = mK−. The parameter b has diﬀerent values for diﬀerent
target materials. For a proton target, the parameter b equals 6.5 GeV−2 (see [44]), while
for lead, b equals 400 GeV−2 (see [2]).
66 CHAPTER 4. PHYSICS SIMULATIONS
4.1.2 Study of π− A → (π− η) A in COMPASS
In COMPASS several hadron beams are available: π−, K− or p. A light material is needed
for the target. In the initial hadron programme, a polyethylene target 10 cm in length
(12 % of absorption length and 21 % of radiation length) will be used. Later, a liquid
hydrogen target will be built.
The reaction of interest is the one shown in ﬁgure 4.1.II, where the particle labelled
a will be a π−, the one labelled b will be a proton and the labelled X could be a π− η
resonance. The reaction is: π− p → p X, where the diﬀractively produced system X will
decay in X → π− η and where the channel of interest of the eta decay is η → γ γ. The
reaction of π− p → p π− η is chosen primarily because of its simplicity. Another reason is
that the Crystal Barrel experiment, at LEAR at CERN, found an exotic π− η resonance,
with JPG = 1−− . The speciﬁc decay channel for the η: η → γ γ was also chosen for its
simplicity.
The beam energy in COMPASS will be 190 GeV. The maximum mass MX of
the diﬀractively produced object that can be obtained with this beam energy is
MX =
√
s − mp, where
√
s is the centre of mass energy [38] and mp is the mass
of the proton. This gives a value of 17.96 GeV/c2 for MX. The minimum value for MX is
given by mπ− +mη = 0.7 GeV/c
2, where mπ− and mη are the masses of the pion and
the eta, respectively.
Kinematics for diﬀractive dissociation
In this section, some kinetic variables for diﬀractive dissociation of the projectile will be
introduced. The variables described correspond to the reaction: π− p → p X, where X
decays into π− and η.
The ﬁrst kinetic variable, t the four momentum transfer squared, was mentioned above.
It can be calculated for the proton as:
t = (pip − pfp)2 (4.2)
where pip is the initial four momentum of the proton at rest, pip = (mp, 0, 0, 0) and pfp
is the ﬁnal four momentum of the proton target. Its expression is pfp = (Ep, pxp, pyp , pzp)
where pxp , pyp and pzp are the three components of the ﬁnal momentum of the proton Dpp
and Ep its energy. Substituting the values of pip and pfp in equation (4.2), the following
equation is obtained:





2 − p2p (4.3)





where pz is the momentum in the z direction (the direction of the beam). pmax is the
maximum momentum that can be obtained. In the centre of mass system of π− and p,
the total momentum pcm, can be expressed as:
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pcm =
√
[s− (MX +mp)2] · [s− (MX −mp)2]
2 · √s (4.5)
where MX is the mass of the diﬀractively produced object X, and s is the centre of mass
energy squared of the π− p system. It can be calculated as:
s = m2π− +m
2
p + 2 ·Eπ− ·mp (4.6)
pmax is obtained when the energy available in the centre of mass system is only used as
kinetic energy for both interacting particles and not to produce any other object (elastic
scattering). It can be expressed as:
pmax =
√
[s− (mπ− +mp)2] · [s− (mπ− −mp)2]
2 · √s (4.7)
After introducing equations (4.5) and (4.7) into equation (4.4) and performing some
operations and approximations (for details see appendix B), the mass of the object X can
be expressed as:






One way to test theoretical models is by comparing the real events with the events gen-
erated by a computer program with Monte Carlo procedures. The computer program
generates the events (event generator) then simulates the interaction of the generated
particles with the detectors and the detector response itself. Finally it reconstructs the
events with the information given by the detectors.
In this section, we will concentrate on the program that generates the particles. The
other two programs will be described in the following sections.
Two event generators were considered, one for non-diﬀractive interactions and another
one for diﬀractive processes.
FRITIOF [37] is the name of the event generator that can be used for the generation of
non-diﬀractive events. It simulates the interactions between hadrons and nuclei. It was ﬁrst
checked whether this event generator also describes the diﬀractive events. For this purpose
the dependence of the cross-section with the four momentum transfer squared t was plot. It
was found that the dependence of the cross-section with t in the region of t corresponding
to diﬀractive processes did not follow the exponential distribution (see equation 4.1). This
event generator could in principle only be used to generate all background processes of
diﬀractive dissociation events. FRITIOF was used when simulating the rates in the straw
chamber (see section 3.2.6).
For studying diﬀractively produced events an event generator was developed. The
interaction of these events in the COMPASS detector was simulated. The results will
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show the possibility of measuring diﬀractive dissociation in COMPASS. The performance
of this event generator is described in the reminder of this section.
The following reaction was simulated: π− p → p X, where X → π− η. The p is at
rest and the π− projectile has an energy of 190 GeV. The beam has a 1.5 % momentum
resolution and a RMS divergence at the target of 0.29× 0.48 mrad2 (For a description of
the properties of the hadron beam in COMPASS see [47]).
From the expression of the diﬀerential cross-section for diﬀractive dissociation de-
scribed in earlier sections (in equation 4.1) and considering the expression for Feyman x
(see equation 4.6), the diﬀerential cross-section can be written as:
dσ
dt · dxf ∼ e
−6.5·t · 1
(1− xf ) · s (4.9)
To simulate the events, the variables t and xf are randomised following the distribu-
tions e−6.5·t and 1
1−xf respectively. Figure 4.2 shows the randomisation of the variable t.
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Figure 4.2: Simulated diﬀerential cross-section for diﬀractive dissociation as a function of t.
The angle ϕ is uniformly randomised between 0 and 2π. The interesting values of xf
are in the range of: 0.988 ≤ xf ≤ 0.998. These values correspond to masses of the X
object covering the range: 0.83GeV/c2 ≤ MX ≤ 2.02GeV/c2. With these variables, the
transverse momentum of the proton in the laboratory system can be calculated as:
Dp⊥p = xf ·
√
|t| · (sinϕ, cosϕ) (4.10)
The longitudinal momentum of the proton can not yet be calculated since it depends
on the mass of the object X, MX. MX can be computed via the equation (4.8). Then the
transverse momentum of the object can be calculated as:
Dp⊥X = Dp⊥beam − Dp⊥p (4.11)
where Dp⊥beam is the transverse momentum of the beam.
Returning to the kinetic variables of the p, in the centre of mass system of the proton
and the object X, the momentum of the proton can be calculated using equation (4.5).
Then the longitudinal momentum of the proton, supposing that this moves backward in
the centre of mass system (the case of interest) is:
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pcmzp = −
√
(pcm)2 − p2⊥p (4.12)
The longitudinal momentum of the proton in the laboratory system can be calculated




· [(Ebeam +mp) · pcmzp + pzbeam ·Ecmp ] (4.13)
where Ecmp is the energy of the proton in the centre of mass system of the proton and the
object X. Here: Ecmp =
√
(pcmzp )
2 + p2⊥p .
At this point all kinematic variables of the proton are determined. The next step is
to calculate the missing kinematic variables of the object X. The longitudinal and total
momentum of the object X in the laboratory system are:






So far the system composed of the p and the object X is fully described. The next
goal is to study the decay of the object X: X → π− η.
The ﬁrst step is to study the decay of the object X in its centre of mass system. The
momentum of the decay products (i.e. the momentum of the η and the momentum of the
π−) can be calculated again with equation( 4.5), substituting the corresponding variables:
pcmproducts =
√
[M2X − (mπ− +mη)2][M2X − (mπ− −mη)2]
2 ·MX (4.16)
The transversal momentum is randomised assuming a standard diﬀerential cross-




Therefore the distribution to randomise p⊥ is: 2 · p⊥ · e−6·p⊥. The events are selected
so that the p⊥ is never larger than the total momentum. The angle ϕ is also randomised
between 0 and 2π to determine the components of the momentum of the products: pxproducts
and pyproducts.
At this point an assumption was made about which particle moves in which direction
in the centre of mass system of the object X. The decision was made to focus on the case
where η should travel backward and π− will travel in the forward direction. The reason
for this choice was to consider that the pion has obviously the same quantum numbers
and carries the same quarks as the incoming pion. Therefore it is reasonable to think
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that it will follow the same direction as the incoming pion. The acceptance for the events
where eta travels in the reverse direction in the centre of mass system is larger than in
the opposite case. This will be shown in section 4.3.
Considering that the η goes backward in the centre of mass system of the object X,
the momentum for π− is:
pcmxπ− = p⊥ · sinϕ (4.18)




2 − p2⊥ (4.20)
The centre of mass momentum for the η is just the same as for the π−, but opposite
in sign.
Making a Lorentz boost, the momenta for the π− and the η in the laboratory system
can be obtained. The general Lorentz boost formula can be written as:
Ei = γ · Ecmi + Dη · Dpi cm (4.21)
Dpi = Dp
cm




where i is the index which indicates π− or η. Ecmi is the energy of the particle i in the




i . The expressions
for γ and η are: γ = EX
MX
and Dη = %pX
MX
, respectively.
So far, the kinematic variables are computed for a beam with only a z component,
which does not correspond to reality. When introducing in the simulation the realistic
hadron beam description for COMPASS, the whole event must be rotated with the beam.
First a rotation around the y axis (of an angle θ) and then the rotation around the z axis
(of an angle ϕ) is performed.
From the simulation, all the kinematic information of the events can be retrieved. The
momenta in the laboratory system of all 3 particles (p, η and π−) in the ﬁnal state are
shown in ﬁgure 4.3.
Another interesting plot which can be produced with the event generator is the angle θ
of the outgoing π− compared to the angle of the incoming π−. This is shown in ﬁgure 4.4.
An interface was written between the event generator and the simulation program
COMGEANT [48]. COMGEANT will be used to study both the interaction of the sim-
ulated particles with the detectors and the response of the detectors. The geometrical
acceptance of the events produced with the event generator will also be studied with
COMGEANT. What COMGEANT does exactly will be explained when describing the
simulation of the COMPASS detector and the study of the geometrical acceptance for
diﬀractive dissociation events in section 4.3.
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Figure 4.4: Diﬀractive dissociation: a) polar angles θi of the incoming π− and θ0 of the outgoing
π−. b) scattering angle θ0 − θi of the outgoing π−.
Experimental requirements
The characteristics of the diﬀractively produced events and the requirements for the COM-
PASS detector to accept these events are described here.
As shown by the event generator for diﬀractive dissociation events, the angle of the
outgoing π− is not very large, on the order of 3 mrad. Nevertheless the momenta of the
outgoing π− and the η are quite large, together they carry approximately the momentum
of the beam (equal to 190 GeV/c). The momentum transfer to the target proton is very
small, less than 1 GeV/c (see ﬁgure 4.3).
From the signature of the process, it is clear that the experimental setup should provide
tracking detectors for the π− as well as a photon detector (ECAL2 in the COMPASS
detector) for the two gammas from the η decay. For the very slow recoil p a veto box will
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be needed around the target. An energy deposition from the proton must be present at
large angles in the veto box.
A trigger could be based on the following elements: a veto box, plus two gammas in
the ECAL2 acceptance; and one charged particle with an angle corresponding to that of
the scattered pion.
In the section concerning the acceptance, the detector that could be used in COMPASS
for the hadron programme is described. Nevertheless a more detailed explanation about
the trigger and the measurements performed is given in section 4.4.5.
4.2 Primakoﬀ reaction
4.2.1 General features of the Primakoﬀ reaction






Figure 4.5: Pion radiative scattering in the Coulomb ﬁeld of a nucleus.
A highly energetic pion scatters in the Coulomb ﬁeld of a nucleus via a virtual photon
emitting a pion and a real photon [49]. Due to the internal structure of the pion, the
diﬀerential cross-section for this process will diﬀer from the cross-section for Coulomb
scattering of a point-like particle. This diﬀerence in cross-sections is due to the electro-
magnetic polarizability of the pion. The electromagnetic polarizability of a particle is
given by the electric and magnetic dipole moments induced in the system by an exter-
nal electromagnetic ﬁeld [58]. Those quantities are fundamental constants of a particle.
Since they determine the particle deformation in external electrical and magnetic ﬁelds,
they give an idea of its internal structure and dynamics. The ﬁrst results for the electric
and magnetic polarizabilities for the pion (απ and βπ respectively) were obtained at the
Serpukhov experiment [59] [60] which found:
βπ = (−7.1± 2.8stat ± 1.8sys) · 10−43cm3 (4.23)
απ + βπ = (1.4± 3.1stat ± 2.5sys) · 10−43cm3 (4.24)
The estimation of the sum of polarizabilities agrees with the theoretical prediction
that απ + βπ ≈ 0. As it will be shown in chapter 4.4, within the COMPASS experiment
the electric and magnetic polarizabilities can be obtained with 10 times more statistics
improving the accuracy with respect to the Serpukhov experiment.
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4.2.2 The Primakoﬀ cross-section











· |FA(t)|2 · dσγh
d cos θ
(4.25)
where α is the ﬁne structure constant and Z is the electric charge of the nuclear target. t
is the four momentum transfer squared to the target nucleus and s1 is the γ π
− invariant
mass squared in the ﬁnal state. FA(t) is the electromagnetic form factor of the nucleus
and dσγh/d cos θ is the diﬀerential cross-section for Compton scattering on the projectile








ph being the incident hadron momentum in the laboratory and mh being the mass of the
incident hadron.
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with
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4.2.3 Study of π− Z → π− Z γ in COMPASS
The electromagnetic polarizability of π−, K− and p can be studied in COMPASS due
to the possibility of using them as beam particles. The values obtained to date for the
electromagnetic polarizability of the pion were shown in equations (4.23) and (4.24). For
the proton, the values are shown in the following equations:
βp = (0.7± 1.6stat) · 10−43cm3 (4.30)
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αp = (10.7± 1.1stat) · 10−43cm3 (4.31)
For the kaon, only a few experimental limitations have been obtained to date [60]:
αK < 200 · 10−43cm3 (4.32)
By using µ− as the beam particle, it will be possible to compare the reactions π− Z →
π− Z γ with those of a point-like particle: µ− Z → µ− Z γ. A 3 mm lead target (1.8 %
absorption length, 54 % of interaction length) will be used to provide a high Z nuclear
target. In a second stage, diﬀerent target materials could be used to check the dependence
of the absolute cross-section on Z2.
Event generator
The event generator which was used to study the principal features of the Primakoﬀ
reactions was named Polaris [71]. The structure of the event generator is described in
detail in reference [57]. This program has also an interface called poltogea, which will
be used to pass the events to COMGEANT. From the program one can retrieve the
kinematical information of the events.
The four momentum transfer squared in the Primakoﬀ reaction is deﬁned as:
t = [pincoming π− − (poutgoing π− + pγ)]2 (4.33)
where pincoming π−, poutgoing π− and pγ are the four momenta of the incoming π
−, the
outgoing π− and the gamma respectively. The four momentum transfer squared is shown
in ﬁgure 4.6. It has a very sharp peak, called Coulomb peak, which is very characteristic
for Primakoﬀ processes.
Another interesting kinematic variable is the momentum in the laboratory system of
the two particles (π− and γ) in the ﬁnal state, shown in ﬁgure 4.6.b and 4.6.c. The sum of
these momenta should always in good approximation be equal to the momentum of the
beam.
The typical opening angle between the outgoing π− and γ can be calculated as:
θ ∼ mπ−
Ebeam
. For a 180 GeV/c beam, the opening angle is about 0.8 mrad. For a beam of
190 GeV/c, the opening angle will be about 0.73 mrad. This value is the one shown in
ﬁgure 4.7.
Experimental requirements
A characteristic feature of the Primakoﬀ reactions is that a very small momentum is
transfered to the nuclear target as shown in ﬁgure 4.6.a . One of the requirements is that
this momentum transfer to the nuclear target should be measured with high accuracy. This
means that a good momentum reconstruction of the π− and γ is needed. For high energies,
the π− and γ will be very forward boosted, with typical opening angles of θ ∼ mπ−
Ebeam
.
Tracking detectors will cover the very forward region and the ECAL2 photon detector
will be situated at ∼ 30 m from the target and will cover 2.4× 1.2m2.
The trigger can be similar to the one that will be used in the diﬀractive dissociation
measurements. This will be explained in more detail in section 4.4.5.
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Figure 4.6: Primakoﬀ reaction a) dependence of the cross-section on the four momentum transfer
squared t, b) Energy of the gamma in the ﬁnal state and c) Momentum of the pion in the ﬁnal
state.
4.3 Acceptance studies
4.3.1 COMPASS detector for the initial hadron programme
To prove that the COMPASS detector is suited for the Primakoﬀ reaction and diﬀractive
dissociation, a Monte Carlo based simulation was done using COMGEANT. COMGEANT
is the interface to the GEANT3.21 [50] software, including the geometrical properties
of the COMPASS detector. The GEANT program simulates interactions and decays of
particles and resonances in the detector.
The detector for the initial hadron programme in COMPASS should be similar to the
detector that will be used for the muon programme in order to reduce the ”dead time”
when switching between physics programmes. Nevertheless, the detector should be suited
for the characteristics of the physics programmes of interest.
In table 4.1, the COMPASS detector is described by deﬁning the positions of all its






















Figure 4.7: Primakoﬀ reaction: a) polar angles θi of the incoming π− and θ0 of the outgoing
π−. b) scattering angle θ0 − θi of the outgoing π−.
diﬀerent components. The setup described is the oﬃcial setup for operations in 2001.
The oﬃcial setup is the result of an agreement of the diﬀerent detector groups in the
COMPASS technical board meeting on the 25th of January 2001.
Some explanation of the diﬀerent positions for the detectors is given here. The scin-
tillating ﬁbres hodoscopes 1 and 2, placed upstream of the target, should monitor the
beam. The purpose of the veto, upstream of the target, is to ensure that the beam spot is
not larger than the target itself. Further upstream of the target, two more detectors are
present, consisting of two silicon microstrip stations (stations 1 and 2). Each station will
have 4 projections: 0, 90, +10 and -10 deg. These two stations have a lever arm of 50 cm,
which is necessary to measure the angle of the incoming pion. Two more stations of silicon
detectors (stations 3 and 4) will be placed downstream of the target also with 50 cm lever
arm. They will measure the angle of the outgoing pion. The angle diﬀerence between the
incoming and outgoing pion is a very characteristic variable for the Primakoﬀ reaction.
The silicon detectors, with a typical spatial resolution of 14 µm, will determine the char-
acteristic angle for the Primakoﬀ reaction with high accuracy, as will be shown later. The
silicon stations 3 and 4 will also provide some tracking between the target and the ﬁrst
spectrometer magnet (SM1). The veto box will be situated around the target. It has a
hole for the incoming beam and a hole for the outgoing very forward particles. For Pri-
makoﬀ reactions, the recoil momentum of the target is very small, less than 0.02 GeV/c2
(see 4.6.a). In this case, no track at all should be recorded in the veto box. The events
with this signature could come from Primakoﬀ reaction thus they will be analyzed. For
diﬀractive processes, the recoil momentum of the target is also small, less than 1 GeV/c2
(see 4.2). In this case, the recoil proton should hit the veto at a large angle. Events with
one hit in the veto at large angle could be a signature for diﬀractive events.
For tracking, several track segments are required. The ﬁrst lies between the target and
the ﬁrst magnet, another track segment is located between both magnets, and a last track
segment lies between the second magnet and the electromagnetic calorimeter. For this
purpose, diﬀerent tracking detectors are distributed along the beam line. To cover all of
the acceptance, tracking detectors of diﬀerent sizes are used. The main tracking detectors
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Detector Location along Lateral displacement
name beam axis [cm] [cm]
Scintillating ﬁbre station 1 -800 –
Scintillating ﬁbre station 2 -290 –
Veto 1 -100 –
Silicon microstrip detector 1 -80 –
Silicon microstrip detector 2 -30 –
Veto box -10 to 10 –
Target 0 –
Silicon microstrip detector 3 30 –
Silicon microstrip detector 4 80 –
Scintillating ﬁbre station 3 164 –
Scintillating ﬁbre station 4 215.5 –
Saclay µω 234.5 –
Saclay DC 250.5 –
SM1 262 to 438 –
Silicon microstrip detector 5 450 –
1st straw submodule 519 –
2nd straw submodule 531 –
Scintillating ﬁbre station 5 555 –
RICH1 560-900 –
GEM 1 913 1
MWPCA* 925 1
ECAL 1 937-1115 –
HCAL 1 1115-1280 –
GEM 2 1301 1.5
Scintillating ﬁbre station 6 1308 1.5
MWPCA 1 1320 1.5
GEM 3 1486 2
MWPCA 2 1500 2
SM2 1530 to 1930 –
MWPCA 3 1980 4.5
Scintillating ﬁbre station 7 2000 4.7
MWPCA 4 2020 5
MWPCA 5 2040 5
GEM 4 2064 5
Scintillating ﬁbre station 8 3150 16
GEM 5 3166 16
MWPCA 6 3180 16.5
ECAL 2 3226 to 3476 16.5
Table 4.1: Location of the components of the COMPASS detector for the initial hadron pro-
gramme.
for the initial hadron programme are the GEMs, the silicon and the MWPCs. The Saclay
µΩs, the Saclay DCs and the straw detectors are not very important for tracking in
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the hadron programme discussed. In the region where these detectors are situated, the
angles of the particles considered are very small. The majority of these particles will pass
through the holes or the insensitive regions of these detectors. Due to the present design
of the tracking algorithm, at least three orientations are required to consider a detector as
tracking detector. The scintillating ﬁbres, only having two orientations (0 and 90 degrees)
are not considered as trackers for the moment. The GEM detectors have an insensitive
area 50 mm in diameter at the centre. The only detectors that could cover this hole
for tracking would have been the scintillating ﬁbres. Since these detectors are not used
for tracking, the COMPASS detector has holes for certain particle momenta at certain
angles. The gamma detector in COMPASS, the ECAL2, has also a hole for the deﬂected
beam. This hole will cause a loss in acceptance for Primakoﬀ and diﬀractive events, as it
will be shown later in section 4.3.2.
The actual hadron setup ﬁnishes after ECAL2 even though other detectors are existing
behind ECAL2. These detectors will be used in the muon programme. A detector still
missing in the described setup is the scintillator hodoscope that will be used for trigger
purposes. This will be situated at the end of the hadron setup, in front of the electromag-
netic calorimeter (ECAL2). The acceptance for Primakoﬀ and diﬀractive processes using
these detectors will be shown in the next sections.
Material budget
Crucial for the physics programmes is the amount of material introduced by the diﬀerent
detectors. Survival probabilities of particles can be studied directly from the COMGEANT
Monte Carlo simulations.
A general event generator was developed to generate gammas with random angle ϕ
and diﬀerent transversal momenta p⊥ following a ﬂat distribution. Studies of the survival
probability of these particles in the COMPASS detector were carried out using this gen-
eral event generator. A gamma detector placed at 30 m from the target, the ECAL2, is
responsible for the detection of the gammas from diﬀractive and Primakoﬀ processes.
Figure 4.8 shows the survival probability for a gamma (integrated over the entire range
of longitudinal and transverse momenta). The number of gammas along the detector will
be reduced due to the gamma conversions in the diﬀerent detectors.
The major gamma loss comes from the conversions in the RICH1 detector. The RICH1
detector contains 3.4 m of C4F10 gas along the beam line, which corresponds to 10.5 %
of radiation length. To avoid gamma conversions in this region, a beam pipe has to be
installed in the RICH1 detector. This pipe should contain a light gas such as He to reduce
the amount of material.
4.3.2 Geometrical acceptance
The geometry of the detector proposed for the initial hadron programme had to be op-
timized. The reconstruction program was not suited for this purpose. Certain unknown
quantities, like the reconstruction eﬃciency, prohibit a clear understanding of the geomet-
rical acceptance of the setup. Two event generators were developed to produce gammas
and pions with the corresponding characteristics of those produced in Primakoﬀ or diﬀrac-
tive reactions. Passing these particles into COMGEANT and analysing the output, some
conclusions can be drawn concerning the geometrical acceptance of the setup.
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Figure 4.8: Number of gammas at diﬀerent positions along the detector. In the region of the
RICH as well as in the position of the ECAL1, a large amount of gammas is converted. ECAL1
has a large hole, thus only gammas with large angles will be converted there. At the ECAL2
position almost all remaining gammas are converted except for those that escape through the
hole of the ECAL2 and those with angles larger than the acceptance of the ECAL2.
Acceptance for the pions
First, the geometrical acceptance for pions with the characteristics of Primakoﬀ and
diﬀractive pions was studied. For this purpose, an event generator was developed where
pions were generated with two particular transversal momenta with values 0.1 GeV/c
and 1 GeV/c. These values are close to be the typical values for Primakoﬀ and diﬀrac-
tive reactions. Five diﬀerent longitudinal momenta were generated, 30 GeV/c, 60 GeV/c,
90 GeV/c, 120 GeV/c and 150 GeV/c to cover most of the momentum range. The an-
gle ϕ was randomized between 0 and 2π. Only two physical processes were permitted in
the Monte Carlo simulations: the energy loss by the Bethe-Bloch process and multiple
scattering.
The results were analysed as follows: the spatial distributions for the pions were plotted
at diﬀerent positions along the COMPASS detector. To check if the detector situated at a
speciﬁc place would detect the pions, the geometrical shape of the detectors was drawn on
the same plot. The event generator used was just described. The plots were produced for
what was called ”Primakoﬀ pions” and ”diﬀractive pions”. ”Primakoﬀ pions” are pions
with the kinematics of Primakoﬀ events (transversal momentum of 0.1 GeV/c and longi-
tudinal momenta between 30 GeV/c and 150 GeV/c). ”Diﬀractive pions” are pions with
the kinematics of diﬀractive events (transversal momentum of 1 GeV/c and longitudinal
momenta between 30 GeV/c and 150 GeV/c). Figure 4.9.a shows the spatial distributions
for Primakoﬀ pions at 46 cm from the target. The diﬀerent rings correspond to the diﬀer-
ent longitudinal momenta generated (as explained in the event generator). Figure 4.9.b
shows the spatial distributions for diﬀractive pions at 46 cm from the target. The diﬀer-
ent rings correspond to the diﬀerent longitudinal momenta generated (as explained in the
event generator). The detector placed there to cover the acceptance is one of the silicon
stations. It is situated 30 cm from the target.
As can be observed from ﬁgure 4.9, the silicon station 3 covers the total acceptance
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Figure 4.9: Hit distributions at 46 cm from the target for a) Primakoﬀ pions and b) diﬀractively
produced pions. In b) the diﬀerent longitudinal momenta are indicated. The coloured box refers
to the size of the silicon detector.
of the Primakoﬀ and diﬀractive pions. The diﬀerent rings correspond to the diﬀerent
longitudinal momentum of the pions. All pions before SM1 will hit the silicon tracker.
The same process can be done for a position 1507 cm from the target (ﬁgure 4.10),


















Figure 4.10: Spatial distributions at 1507 cm from the target for a) Primakoﬀ pions and b)
diﬀractively produced pions. The coloured box corresponds to the GEM detector. The insensitive
region of the detector is also indicated at the centre. The boundaries of the MWPC are larger
than the plot, thus they are not shown.
There are the 3 kinds of detectors close to this position to cover the acceptance.
The detectors at this position are the MWPCs, the GEMs covering the insensitive area
of the MWPCs and the scintillating ﬁbres covering the insensitive area of the GEMs.
In the present tracking algorithm, the scintillating ﬁbres are not considered as tracking
detectors. The highly energetic pions from Primakoﬀ are therefore lost since they are
inside the insensitive area of the GEMs.
At the position 1987 cm from the target, after SM2, the very low energetic pions
produced in the diﬀractive process do not hit any detector. The momentum of these pions
can nevertheless be measured using the SM1 spectrometer. The most energetic pions
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produced in Primakoﬀ reactions will pass, also in this case, through the insensitive region
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Figure 4.11: Spatial distributions at 1987 cm from the target for a) Primakoﬀ pions and b)
diﬀractively produced pions. The large coloured box corresponds to the MWPCA detector and
the small coloured box corresponds to the GEM detector. The insensitive region of the GEM
detector is also indicated in its centre, but the insensitive region of the MWPCA is not indicated
since that area is covered by the GEM.
In ﬁgure 4.11.b, a cut oﬀ can be observed for the low energy diﬀractive pions. The
reason for this is the vertical acceptance of SM2. The acceptance of the magnet in the y
direction is about 1 m (from -50 cm to 50 cm). Particles with low momentum strike the
wall of the magnet. This eﬀect can also be observed in ﬁgure 4.12.b. There the acceptance
window of SM2 in the horizontal direction is also visible.
The acceptance before the ECAL2 is plotted in ﬁgure 4.12. The low energetic pions
belonging to Primakoﬀ reactions are not covered by any tracking detector at this point.
Thus the tracking for these pions should be done before reaching ECAL2. This could be
achieved with several MWPCs with the necessary lever arm situated after SM2.
Acceptance for the gammas
The geometrical acceptance for the gammas of Primakoﬀ and diﬀractive events was stud-
ied. As for the case of the pions, this was achieved using an event generator producing
gammas with a particular transversal momenta of 0.1 GeV/c. The value corresponds ap-
proximately to gammas produced in Primakoﬀ events. In the case of diﬀraction, η mesons
were generated with a ﬁxed transversal momentum of 1 GeV/c. In COMGEANT, the
η’s decayed and the decay channel of η into two gammas was selected. The gammas for
Primakoﬀ reactions as well as the η’s for diﬀraction were generated with diﬀerent lon-
gitudinal momenta ranging from 30 GeV/c to 150 GeV/c. The angle ϕ was randomized
between 0 and 2π.
The most critical case corresponds to the acceptance of the gammas from the η decay.
In this case two gammas have to be detected. 10000 η’s with the characteristics mentioned
before were generated. Out of these 10000 η’s only 3832 decayed in the channel of interest,
η→ γ γ. In total, 7664 gammas were passed through the detector using the COMGEANT
simulation package. Not all of the gammas reached the ECAL2. Some of the gammas were
converted before reaching ECAL2 and others passed through the hole of the calorimeter.






























Figure 4.12: Spatial distributions at 3200 cm from the target for a) Primakoﬀ pions and b)
diﬀractively produced pions. The big coloured box corresponds to the MWPCA detector and
the small coloured box corresponds to the GEM detector. The insensitive region of the GEM
detector is also indicated in its centre, but the insensitive region of the MWPCA is not indicated
since that area is covered by the GEM.
In this simulation, the event was considered lost when at least one of the gammas from
the eta decay were converted before reaching the ECAL2 or passing through the hole of
the ECAL2. The hole of the calorimeter is 7.66 cm×7.66 cm in size. It was found that
the number of events where the two gammas arrived and were converted in the ECAL2
was 1032 (2064 gammas). This means that, in principle, with 100% detection eﬃciency,
27% of the η’s can be reconstructed. Figure 4.13.a shows the spatial distribution in the
x-y plane of the gammas generated from the η decay extrapolated to the ECAL2 surface.
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Figure 4.13: a) Spatial distribution of the gammas generated from the η decay extrapolated to
the position of ECAL2 and b) Hits generated by the conversion of η decay.
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Combined acceptance
The combined geometrical acceptance for Primakoﬀ and diﬀractive dissociation events was
studied and the results are summarised in this section. No reconstruction was performed
at this stage, only the purely geometrical acceptance is shown.
For the geometrical acceptance of the diﬀractive events, the event generator described
in section 4.1.2 was employed. For the simulation of the detector response, COMGEANT
was used. Only the physical processes multiple scattering, energy loss and pair production
were permitted. The event generator provides COMGEANT with the particles involved
in the event, their momentum and their vertices of production. COMGEANT simulates
the detector response as well as the interactions of these particles with the material in
the detectors. In the case of diﬀraction, four particles are passed from the event genera-
tor to COMGEANT, including the incoming beam pion, the outcoming pion (after the
interaction), the proton and the η. The decay of the η is simulated in COMGEANT. The
signature of an interesting event is a very slow proton, a fast pion with small scatter-
ing angle, and two gammas produced in the η decay. 40% of the total events generated
correspond to the events where the η decays into two gammas.
Out of 10000 generated diﬀractive events containing an η, which decay with a branch-
ing ratio of 38% to γγ, the number of events where both gammas convert in the ECAL2
corresponds to 876 events (1572 gammas). Figure 4.14 shows where in the COMPASS
detector the gammas converted most often, between 500-900 cm in the RICH, at 1000 cm











0 500 1000 1500 2000 2500 3000 3500




Figure 4.14: Position of the conversion of the gammas created in the η decay generated with
the diﬀractive event generator.
In twenty-two percent of the events, the two gammas of the η convert in ECAL2.
This result diﬀers from the result obtained when calculating the acceptance only for the
gammas. The reason is that the programs used in both cases generate slightly diﬀerent
kinematics. The general purpose event generator was developed to generate η’s with char-
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acteristics close to the etas of a diﬀractive event. The η’s in this study were generated
using an event generator specially developed for diﬀractive dissociation (see section 4.1.2).
From the total number of events generated, only 8% of the events have the two gammas
converted in ECAL2. For these events, the acceptance for the pion was also studied.
The following three diﬀerent zones are considered in the COMPASS detector: between
the target and the ﬁrst spectrometer magnet SM1, between SM1 and the second spec-
trometer magnet SM2, and between SM2 and ECAL2. A ﬁrst requirement to accept the
pion is that it hits the two silicon detectors situated at 30 cm and 80 cm from the target,
in front of SM1. From the hits in these detectors, the characteristic opening angle of the
reaction can be found. The angle of the beam will be measured in the two silicon stations
placed in front of the target for this purpose. At least one hit from the pion is required in
any of the detectors situated in the other two zones. Figures 4.15 and 4.16 shows the hits
of the pions in some of the detectors situated in the diﬀerent zones along the COMPASS
detector.
In ﬁgure 4.15, the dead areas of the detectors are revealed. These dead areas are
covered by other smaller detectors. In this conﬁguration, no hole is left for the geometrical
acceptance of the COMPASS detector in any of the diﬀerent zones. This is also shown for
the detectors between SM2 and ECAL2 in ﬁgure 4.16.
Only a few events are lost after SM1. This indicates that most of the pions are quite
energetic and their deﬂection in the SM1 ﬁeld is not very large. It was found that the
number of pions accepted is 97%. This does not imply that all of these pions can be
reconstructed. The requirements to be accepted are not very strong compared to those
of being reconstructed. For the reconstruction, at least a track segment is needed before
and after one of the spectrometers. Here, a track segment is deﬁned by at least two space
points.
A diﬀractive event was accepted when the two gammas from the eta decay convert in
the ECAL2 and the pion was detected in at least two of the three diﬀerent zones along
the detector. Results show that the limiting factor for the acceptance was the number of
gammas converted in ECAL2. Only 22% of the selected diﬀractive events were accepted.
The simulation for the diﬀractive dissociation was performed for the case where, in
the decay of the combined system of η and pion, the η moves backward in the πη centre
of mass system and the pion forward. The same exercise was repeated for the case were
the η moves forward and the pion backward. The acceptance obtained in this case was
considerably smaller. An η moving forward in the πη centre of mass system is a very fast
η in the laboratory system. In its decay, the production angle of the two gammas will be
small enough that at least one of them will be lost through the hole of the ECAL2.
The geometrical acceptance for Primakoﬀ events was also simulated. The event gen-
erator used for the simulations is the one described in section 4.2.3. Only the physical
processes of multiple scattering, energy loss and pair production were permitted. The in-
teraction of the generated particles with the material was simulated in COMGEANT. In
the Primakoﬀ events, only the following three particles are generated: the beam pion, the
outgoing pion and the gamma. For accepting an event, two conditions must be satisﬁed.
One refers at the acceptance of the pion. The pion should hit the two silicon stations
before the SM1 and at least one of the detectors in the two other zones. With both silicon
stations, the angle of the reaction can be determined, considering the measured angle of
the incoming pion in the two silicon stations situated in front of the target. The second
condition is the conversion of the gamma in ECAL2. Results showed that 65% of the




































































Figure 4.15: Hit positions of the pion at diﬀerent places in the detector between SM1 and SM2.
These pions belong to the events where the η decays into two gammas. a) Pions at the silicon
station 4, 4.5 m away from the target b) Pions at 15.21 m from the target, (old position of the
GEM station 3) c) Pions at 9.25 m from the target, at a MWPCA detector and d) Pions at
13.08 m at the scintillating ﬁbre station 6.
events generated were accepted.
From the analysis of the Primakoﬀ events, it could be retrieved that a large number
of pions pass through the insensitive area of most of the detectors due to their high
momenta. Before SM2, only the silicon stations will cover the small area tracking since
the scintillating ﬁbres will not be used as tracking detectors. After the SM2 magnet, the
situation improves and most of the pions will be detected at the GEMs. The COMPASS
detector presents a hole for high-energetic particles, those close to the beam energy.
4.4 Possible measurement of π− polarizability
This section describes in detail the full Monte Carlo simulations that were performed
to study the possibility of measuring the π− electromagnetic polarizability by Primakoﬀ

























































Figure 4.16: Pion hits positions at diﬀerent places in the detector after SM2. These pions belong
to the events where the eta decays into two gammas. a) Pion hits at the GEM 5, 31.7 m away
from the target b) Pion hits at 31.5 m from the target, at the scintillating ﬁbre station 8, c)
Pion hits at 20.20 m from the target in MWPCA 5 d) Pion hits in MWPCA6 at 31.8 m.
reaction (see ﬁgure 4.5) in COMPASS.
4.4.1 Steps previous to the simulation
For debugging purposes, several event generators were developed. The interaction of the
events with the detectors was simulated using COMGEANT. As input, the reconstruction
program CORAL (COmpass Reconstruction and Analysis program) used the output of
COMGEANT. The reconstruction program was developed to simulate a realistic response
of the detectors where eﬃciencies and resolutions are included and to deﬁne the diﬀerent
trajectories of all charged particles. The COMPASS detector set up used in the simulations
was the one which is described in chapter 4.3.
The ﬁrst event generator generated pions distributed with random momenta between
0 and 200 GeV/c (the momentum of the beam), random azimuthal angles ϕ between 0
and 2π, and polar angles θ between 0 and 5 mrad. The kinematic range chosen corre-
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sponds to the kinematic range of the Primakoﬀ reaction. This event generator allowed
the debugging of several problems found in the chain of the reconstruction program. The
main error concerned the description of the detectors, where the existence of the magnetic
ﬁeld was neglected in some regions. Systematic shifts were found when reconstructing the
momentum since the magnetic maps in the reconstruction program were deﬁned consid-
ering the magnetic ﬁeld. After the correction of this bug, the error in the reconstructed
momentum was estimated to be smaller than 1%, as shown in ﬁgure 4.17.
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Figure 4.17: Reconstruction error for the momentum of a pion [70].
The reconstruction eﬃciency for this sample is shown in ﬁgure 4.18. As can be observed
in the ﬁgure, the COMPASS detector has a hole in acceptance visible for small θ angles
and large longitudinal momenta and for large θ angles and small longitudinal momenta.
The existence of this hole was already predicted from the results of the acceptance studies.
A second event generator was developed to debug the reconstruction code for the
gammas. The gammas were generated with momenta between 0 and 200 GeV/c, ran-
dom ϕ angles between 0 and 2π, and θ angles between 0 and 40 mrad. The range of
the θ angle was determined to cover the acceptance of the electromagnetic calorimeter
situated 32 m from the target (ECAL2) that is responsible to detect the gammas from
the Primakoﬀ reaction. The energy resolution for ECAL2, calculated as σ/Erec where
σ =
√
< Ereconstructed −Egenerated >2, was originally quoted to be 5.5%/
√
E + 1.5% (see
the COMPASS proposal [1]). Results using this event generator showed that with the
actual reconstruction code similar resolution can be obtained, as shown in ﬁgure 4.19.
For the spatial resolution in the ECAL2, also very good results were obtained with the
reconstruction code. Spatial resolutions of the order of 1 mm were found for both x and
y coordinates, as shown in ﬁgure 4.20. These results agree with the expected ones quoted
in the COMPASS proposal (reference [1]).
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Figure 4.18: Reconstruction eﬃciency for the pions for diﬀerent pion momenta and theta an-
gles [70]. The eﬃciency is computed as the number of reconstructed pion tracks divided by the
number of generated pion tracks. A hole in the acceptance of the detector is visible for small θ









































Figure 4.19: The left plot shows the energy of the reconstructed gamma versus the energy of
the generated gamma. The right plot shows sigma versus the reconstructed energy. The curve
running through the points indicates the predicted behaviour.
4.4.2 Complete simulation
The chain of the reconstruction consisted of the event generation using the POLARIS
event generator (as described in the chapter 4.2). COMGEANT was used to simulate the
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Figure 4.20: Simulated spatial resolution of ECAL2 for x and y coordinates. xgen,ygen and
xrec,yrec refer to the generated (gen) and reconstructed (rec) x,y coordinates.
detector response when passing the generated particles through the COMPASS detector.
The output of COMGEANT was used as input for the reconstruction program CORAL.
The output of CORAL was analysed by a program developed to select the interesting
events and to obtain the physics results. Not all events generated in POLARIS were used.
Only those events that permitted the comparison with the results from the Serpukhov
experiment were considered. The characteristics of the events selected were deﬁned by a
high energetic gamma with energy between 90 GeV and 190 GeV. This corresponds to
the events where the scattered pion has an energy between 100 and 0 GeV.
4.4.3 Selection of events
Primakoﬀ reaction is deﬁned in the following way: π− Z → π− γ Z. A ﬁrst requirement
to accept an event is that the sum of the energy of the scattered pion and the energy of
the produced gamma should be, within a certain resolution, equal to the beam energy (as
shown in ﬁgure 4.21). For the simulations, a beam energy of 190 GeV was chosen.
A one percent resolution of the total energy (see ﬁgure 4.21) was found by the recon-
struction of the γ energy and direction in the ECAL2 and the momentum reconstruction
of the pion. For the Serpukhov experiment [59], the same plot was produced (ﬁgure 4.22).
In the Serpukhov experiment, the energy of the beam was 40 GeV. Also in this case, the
width of the energy distribution was consistent with the apparatus resolution.
To distinguish radiative scattering in the Coulomb ﬁeld from scattering due to the
strong interaction, a good resolution on the transverse momentum transfer is necessary.
In order to be eﬃcient in the separation, the resolution should be kept at the level of 10
to 20 MeV. The transverse momentum transfer can be expressed as follows:
qT =
√
(pxπ− + pxγ )
2 + (pyπ− + pyγ )
2 (4.34)
For every component of the transverse momentum transfer, a value for the resolution
of the order of 13 MeV was obtained, as can be seen in ﬁgures 4.23 and 4.24.
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Figure 4.21: Sum of the energies of π− and γ, corresponding to the energy of the intermediate
state (Monte Carlo simulation, including reconstruction, in COMPASS) [70].
Figure 4.22: Etot the sum of the energies of π− and γ, corresponding to the energy of the
intermediate state (Serpukhov data).
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Figure 4.23: x component of the transverse transfer momentum. It is the sum of the x compo-
nents of the momenta of the scattered π− and γ [70].
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Figure 4.24: y component of the transverse transfer momentum. It is the sum of the y component
of the momenta of the scattered π− and γ [70].
The momentum of the π− and the γ contribute to the measurement of the qT . To
obtain a good resolution in qT , a good momentum reconstruction of the π
− and a good
energy and spatial resolution of the γ are needed.
For the reconstruction of the angle of the pion, silicon stations will be used. Two
silicon stations are situated in front of the target and two more stations are located
after the target to measure the angle of the scattered pion with respect to the beam
angle. The pitch of the silicon detectors is 50 µm, giving a resolution for each detector
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of 14 µm. The distance between two silicon detectors is 45 cm, leading to an angular
resolution of 0.043 mrad. This resolution contributes with approximately 3 MeV to the
resolution of the transverse momentum measurement of the pion. For the gamma, the
spatial resolution is 1 mm (see ﬁgure 4.20). This will provide an angular resolution of
about 0.031 mrad, contributing with 3 MeV to the measurement of the resolution of
the transverse momentum of the gamma. Based on the resolution on the momentum
measurement of the pion, the resolution in the energy measurement of the gamma, and
the multiple scattering due to the material in the COMPASS detector, the resolution of
every component of qT is found as shown in ﬁgures 4.23 and 4.24.
The four momentum transfer squared t can be expressed as:
t = (pbeam − pπ∗)2 (4.35)
where pbeam is the four momentum of the beam and pπ∗ is the four momentum of the
intermediate system (π− + γ).
To separate between Primakoﬀ events and the events from strong interaction, a cut
in t is applied (see ﬁgure 4.26 for the t distribution). In the Serpukhov experiment (see
ﬁgure 4.25) which applied a cut at 0.001 GeV2, there is a clear separation between the peak
of the radiative Coulomb interaction, dominating at very small t, from the background
corresponding to strong interactions. The background becomes dominant beyond some
minimum value of t, weakly depending on the projectile. The same cut in t could be
applied in COMPASS.
Introducing a cut on the transverse momentum transfer qT for the selection of the
events, is like cutting on
√
t. The longitudinal momentum transfer to the target should be
small enough not to excite the ﬁrst resonance of the hadron. The formula 4.36 [57] shows





where Mπ∗ is the mass of the intermediate system and mπ− is the mass of the π
−. The
ﬁrst resonance of the π− has a mass of 1.3 GeV/c2. Thus the longitudinal momentum




The dependence of the Primakoﬀ cross-section on Z2 was measured in the Serpukhov
experiment by using diﬀerent target materials. This same study will be performed in
COMPASS.
4.4.4 Eﬃciency measurements
The eﬃciency is studied for the selected events with small t and where the sum of the
energy of the π− and the γ is, within some resolution, equal to the energy of the beam.
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Figure 4.25: t distribution measured in the Serpukhov experiment. When making a cut at
0.001 GeV2 the peak for the Primakoﬀ reaction can be easily separated from the background
corresponding to the strong interaction.
The eﬃciency can be plotted as a function of three diﬀerent interesting kinematic vari-
ables, including the momentum of the scattered pion, the energy of the gamma and the
four momentum transfer squared t. The distribution of the gamma energy is shown in
ﬁgure 4.28.
As the distribution of the pion momentum is complementary, the sum of the energy of
the gamma and the energy of the scattered pion should be the energy of the beam. The
eﬃciency versus the gamma energy is shown in ﬁgure 4.29.
The combined eﬃciency for higher gamma energies has large error bars because of
low statistics. The detectors in the acceptance of the high energy pions are the small area
trackers. As seen before, an acceptance hole is visible in the detector for high energy pions.
This will reduce the detection eﬃciency for events with high momentum pions, where the
associated γ’s have low energy.
Figure 4.30 shows the eﬃciency versus the four momentum transfer squared t. The
uniformity in the eﬃciency implies that the distribution is not biased by the acceptance
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Figure 4.26: t distribution of generated events and of the reconstructed events in the COMPASS
detector [70].
of the detector. Regardless of the cut in t, the eﬃciency is not aﬀected.
4.4.5 Trigger
Test beam studies for the trigger were performed in September 2000 [56]. The setup for the
test beam was the following (see ﬁgure 4.31): a beam counter upstream of the target (S);
a beam veto counter (beam killer) in front of ECAL2, covering the hole for the deﬂected
primary beam (B); a hodoscope 80cm × 96cm, situated in front of ECAL2 (H), displaced
horizontally by 20cm from the position of the deﬂected beam; a veto system around the
target and the electromagnetic calorimeter (ECAL2).
According to the signature of the reaction, a beam particle is expected in S. Particles
scattered by the target, should give a signal in H. No signal should be registered in the
beam killer B but a highly energetic photon should be detected in ECAL2. The test beam
demonstrated that an acceptable rate for the trigger can be achieved. The requirements
to achieve this rate are the following: the coincidence between the energy deposition in the
ECAL2 above a threshold of 0.2 to 0.3×Ebeam and the existence of a charged particle in
the corresponding acceptance of H. The use of the beam killer B and of the veto counter
does not improve much the rate reduction. The target veto could be used oﬄine to reject
background reactions with large momentum transfer to the target.
Some interesting numbers that are quoted include the following: from a beam intensity
of 6 · 106/spill with a 3mm lead target, the trigger rate was found to be 250000/spill. The
trigger gives a reduction factor of 24. The idea of the trigger is not to reduce too strongly
the number of events since this will be done oﬄine when analysing the events. The size
of the hodoscope needed to cover the acceptance of the simulated scattered pions was
calculated by plotting the simulated hit distribution of the scattered pions at the position
4.4. POSSIBLE MEASUREMENT OF π− POLARIZABILITY 95
Figure 4.27: Measured t distribution of the reconstructed events for diﬀerent targets, Be, C, al
and Fe (Serpukhov data). It is clearly shown that when making a cut the peak for the Primakoﬀ
reaction can be easily separated from the background corresponding to the strong interaction.
where the hodoscope will be situated. Figure 4.32 shows that the size needed for the
hodoscope is 1m in horizontal direction and 40cm in vertical direction.
4.4.6 Estimated statistics
In the Serpukhov experiment, the experimental results were retrieved using a lead target
of a thickness of 0.25 radiation lengths. The integrated beam intensity was 2 · 1011 pions.
The planned beam intensity in COMPASS is 107 pions/spill. A value of 60% was chosen
for the combined eﬃciencies of the accelerator and of the experiment. The running period
considered is 30 days of operation. The target planned will correspond to a thickness of 0.5
radiation lengths. Considering all these factors, ten times more statistics than produced
by the Serpukhov experiment can be achieved in 30 days of operation. This period of
30 days does not include the time needed to calibrate the ECAL2, to have the tracking
detectors operational, and to run the DAQ in a stable mode.
Taking advantage of the diﬀerent beam particles available, the electromagnetic polar-
izability of proton and kaon can be measured. Since the cross-section depends inversely on
the square of the mass of the hadron considered, the measurement of the electromagnetic
polarizability of baryons requires more beam time to accumulate high statistics samples
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Figure 4.28: Gamma energy distribution [70].
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Figure 4.29: Eﬃciency versus pion momentum [70].
than in the case of mesons.
4.4.7 Possible results in COMPASS
Since ten times more statistics than in the Serpukhov experiment can be accumulated in
COMPASS, the electromagnetic polarizability of the π− can be measured with 3 times
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Figure 4.31: Trigger setup for the Primakoﬀ measurement in COMPASS. It consits of a beam
counter (S), beam veto counter (B), a hodoscope (H), a veto system around the target and the
electromagnetic calorimeter (ECAL2).
higher precision.
Another advantage in COMPASS compared to Serpukhov is the constant eﬃciency
for the measurement of highly energetic gammas. In the Serpukhov measurement, the
eﬃciency decreased with the energy of the gammas (see ﬁgure 4.33).
Considering that a muon run could be performed during the COMPASS data taking
period, the Primakoﬀ cross-section for the pion can be compared to that of a point-like
particle, the muon.











Figure 4.32: Simulated hit distribution of the scattered pion at 30 m from the target. The lines
indicate the possible size of the trigger hodoscope.
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Figure 4.33: a) Distribution of the Primakoﬀ events over the variable ω = Eγ/Etot. The discon-
tinuous line is the detection eﬃciency; b) The ω dependence of R = (dσ/dω)exp/(dσ/dω)theorαπ=0.
The solid curve illustrates the results of the ﬁt of the experimental data to the theoretical dis-
tribution with a polarizability απ = 6.1 · 10−43 cm3. The grey shadowed region represents the
width of the errors that can be obtained with the COMPASS measurement.
Appendix A
List of acronyms
CATCH: Compass data Accumulation, Tansfer and Control Hardware
CERN: European Organization for Nuclear Research in Geneva
COMGEANT: COMpass GEANT
COMPASS: COmmon Muon and Proton Apparatus for Structure and Spectrsocopy





GEM: Gas Electron Multiplier
HCAL: Hadronic Calorimeter
HERA: Hadron-Electron Ring Accelerator
HERMES: HERa MEasurement of Spin
HQET: Heavy Quark Eﬀective Theory
HV: High Voltage
JINR: Joint Institute for Nuclear Research
LAS: Large Angle Spectrometer
LEAR: Low Energy Antiproton Ring
LHC: Large Hadron Collider
MWPC: Multi Wire Proportional Chamber
R&D: Research and Development
RICH: Ring Imaging CHerenkov detector
RHIC: Relativistic Heavy Ion Collider
SLAC: Stanford Linear Accelerator California
SM: Spectrometer Magnet
SPS: Super Proton Synchroton
TDC: Time to Digital Converter
TS2: Tracking Station 2
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Appendix B
Kinematics for inelastic diﬀraction
at high energies
The mass Mx of the object X can be expressed as:










In the following, the process of deriving the equation B.1 from the equation B.2 will
be explained. In the center of mass system of π− and p, xf can be expressed as:
xf =
√
[s− (MX +mp)2] · [s− (MX −mp)2]√
[s− (mπ− +mp)2] · [s− (mπ− −mp)2]
(B.3)
where s is the square of the center of mass energy of the π− p system and mπ− , mp are
the masses of the π− and p respectively. s can be calculated as:
s = m2π− +m
2
p + 2 ·Eπ− ·mp (B.4)




























are small, their product can be neglected
and xf can be approximated by:
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xf ∼






















When x is a small number,
√




2·4 ·x2± .... Applying this to the equation for xf , the following equation can be obtained:
xf ∼ 1 + 1
(2 · s) ·
(−2 ·M2X − 2 ·m2p + 2 ·m2π− + 2 ·m2p) (B.8)
Arranging this equation we come to the ﬁnal approximated equation for the mass of
the object X:





Nevertheless the exact expression for the mass of the object X is the equation B.3.
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